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AYAS Aspiratdr Ltd. Sti., 1967 yilinda Sn. Biilent Ozyazgan tarafindan kurulmustur. istanbul’'un Rami semtindeki ilk atlyede, siparise gére muhtelif dlciilerde radyal
ve aksiyal fan iretilmistir. Uretimin merkezi konumundaki istanbul’dan tiim Anadolu’ya génderilmeye baslanmistir.1983 yilinda Tiirkiye'de ilk kez sanayi tipi vantilator
Uretimine baslanmistir. Devekusu adiyla biyiik ilgi géren vantilatorler orijinaline sadik kalinarak zamanin sartlarina gore revize edilmis olup halen tretilmektedir.

1987 yilinda yine Tirkiye’de bir ilk olarak radyal salyangoz fanin seri tretimine baslanmistir. Sanayi tipi aksiyal fan ve sanayi aspiratorleri, sanayi tipi radyal fan
ve radyal aspiratorler, plastik fanlar (banyo aspiratort), kanal tipi fanlar, cati tipi fanlar, hiicreli fanlar ve aspiratérlerle genisleyerek toplam (iriin ¢esidi 500’ asmistir.

"Nefes Aldiginiz Her Yerde" sloganiyla iiretilen AYAS Marka iiriinlerimizin tiretiminin %30'u diinyanin cesitli tilkelerine ihrag olmaktadir. ihracatimiz her gegen giin
artis gostermektedir.

Ayas Aspirator, Turkiye’deki havalandirma sektoriintin 6ncti kurulusu olma bilinci ile, 2019 yilina girerken, Gaziosmanpasa Fabrikalar bolgesindeki, 4200 m? kapali
alana sahip yeni fabrika binasina tasinmistir.

Uretim siireclerini birlestirme hedefimiz dogrultusunda, Ulkemizin her zamankinden daha fazla ihtiyag duydugu ekonomik kalkinma ve istihdam yaratmak adina yeni
fabrikamizda, yeni tretim hatlari ve makinelerle Gretime baslanmistir.

www.ayas.com.tr



TEKNIK BILGILER / TECHNICAL INFORMATION

2021 URUN KATALOGU / 2021 PRODUCT

GEREKLI HAVA DEBISi HESAPLAMASI / REQUIRED AIR VOLUME COMPUTATION

Mahal Hacmi m? (en x boy x yiikseklik) x Hava Degisim Katsayisi = Gerekli Hava Debisi
Volume Of Locality m3 (Width x Length x Height) x Air Change Coefficient = Required Air Volume

FARKLI MEKANLARDA BiR SAATTE GEREKEN HAVA DEGISiM KATSAYILARI
REQUIRED AIR CHANGE COEFFICIENTS IN VARIETY PLACES
Ameliyathane / Surgery Room 15 Kiitiiphane / Library 5
Asansir Makine Odas / Elevator Machine Room 7 Laboratuvar / Lab 6
Balo Salonu / Prom Hall 25 Lokanta / Restaurant 10
Banka / Bank 10 Magaza / Store 8
Banyo / Bathroom 10 Makine Daireleri / Machine Room 4
Bar / Bar 6 Mutfak (Endiistriyel) / Kitchen (Commercial) 12
Boyahane / Painting Workshop 50 Mutfak / Kitchen (Domestic) 2
Dershane / Classroom 4 0fis / Office 6
Dékiimhane / Foundry 30 Sinema / Cinema 15
Fabrika / Factory 8 Soguk Hava Deposu / Cooling Room 20
Firn / Oven 30 Soyunma Odasi / Dressing Room 8
Garaj / Garage 8 Spor Salonu / Sport Court 12
Giizellik Salonu / Beauty Salon 12 Siipermarket / Supermarket 15
Kafeterya / Cafe 6 Tiyatro / Theatre 15
Kaynak Atdlyesi / Welding Workshop 30 Toplanti Odasi / Meeting Room 6
Konferans Salonu / Conference Hall 7 Tuvalet/ Toilet 15
Kuafor / Coiffeur 15 Yiizme Havuzu / Swimming Pool 30
GRAFIK OKUMA / CHARACTERISTIC DATA READING URUN KODLAMA SISTEMi / TYPE KEY

XXX - XXX - XX - X

Pa
25117 235 352 470 588 705 °fm XXX - XXX -XX-X
Faz / Phase

600 M (Monofaze/Single)
E T (Trifaze/Three)
2 45
é Kutup Sayisi / Pole
& 300 2K (2800 Rpm)
2 4K (1400 Rpm)
5 150 {Griin Modeli / Product Model

Uriin Tipi / Product Type
200 400 600 800 1000 1200 m3¥h

AIR FLOW

I Uygun Hava Galisma Aralidi / Proper Operating Range
IS Uygun Olmayan Fan Galisma Arahi / Improper Operation Range
@  Fan Galisma Noktasi / Fan Operating Point
(400 m3/h - 300 Pa)

www.ayas.com.tr
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

SEYREK KANATLI TEK EMiSLI
KASET FILTRELI HUCRELI FANLAR
BACKWARD CURVED SINGLE INLET
VENTILATION UNIT WITH FILTER

CIFT EMISLi RADYAL FANLI GAPRAZ
AKIMLI ISI GERi KAZANIM CIHAZLARI
HEAT RECOVERY UNIT WITH RADIAL FAN

ELEKTRIKLi KANAL TiPi ISITICI
IN-LINE HEATER

RADYAL GATI FANI
RADIAL ROOF FAN

HARICi MOTORLU

RADYAL GATI FANLARI

RADIAL ROOF FAN

(MOTOR IS OUT OF THE AIR FLOW )

7 KANATLI HARICi MOTORLU
SANAYI TiPi AKSIYEL
ASPIRATORLER

7 BLADES INDUSTRIAL TYPE
AXIAL FANS

4 KANATLI HARICi MOTORLU
SANAYI TiPi AKSIYEL
ASPIRATORLER

4 BLADES INDUSTRIAL TYPE
AXIAL FANS

KOVANLI HARICi MOTORLU
SANAYi TiPi ASPIRATORLER
TUBE FANS

KOVANLI HARICi MOTORLU ALOMINYUM
PERVANELI SANAYi TiPi ASPIRATORLER
TUBE FANS ALUMINUM IMPELLER

KOVANLI HARiCi MOTORLU PLASTIK
PERVANELI SANAYi TiPi ASPIRATORLER
TUBE FANS PLASTIC IMPELLER

KANAL TIPI, GATI TIPI
VE HUCRELI FANLAR .
IN-LINE FANS, ROOF FANS AKSIYEL FANLAR
AND VENTILATION UNITS AXIAL FANS
= YUVARLAK KANAL = DEKORATIF PLASTIK
TiPi RADYAL FANLAR 7 Z= =  ASPIRATORLER 2 3
CYLINDIRICAL IN-LINE \=_=  DECORATIVE PLASTIC
RADIAL FANS w \ =2 AXIAL FANS w
YUVARLAK KANAL LUKS PLASTIK
TiPi AKSIYEL FANLAR 8 ASPIRATORLER 2 4
CYLINDIRICAL IN-LINE LUX PLASTIC
AXIAL FANS w AXIAL FANS w
DiKDORTGEN KANAL KAPAKLI TiP
TiPi RADYAL FANLAR 9 ASPIRATORLER 2 5
RECTANGULAR IN-LINE AXIAL FANS
* RADIAL FANS w WITH LID w
DIKDORTGEN KANAL TiPi BACA TiPi
HARICi MOTORLU RADYAL FANLAR ASPIRATORLER
RECTANGULAR IN-LINE RADIAL FANS w AXIAL FANS @
WITH OUTSOURCED MOTOR FOR CHIMNEY
SIGINAK DUVAR TiPi
TAZE HAVA CiHAZLARI ASPIRATORLER
FILTRATION UNIT w WALL TYPE @
AXIAL FANS
SIK KANATLI AKSIYEL FANLAR
HUCRELI FANLAR 1 2 AXIAL FANS 28
VENTILATION UNIT WITH FORWARD
CURVED IMPELLER U w
SEYREK KANATLI YUVARLAK KASALI
HUCRELI FANLAR SANAYi TiPi ASPIRATORLER
VENTILATION UNIT WITH BACKWARD 13/ CIRCULAR PLATE —@
CURVED IMPELLER INDUSTRIAL FANS
SEYREK KANATLI KARE KASALI
TEK EMiSLi HUCRELi FANLAR 1 4 SANAYI TiPi ASPIRATORLER 3 0
BACKWARD CURVED SINGLE SQUARE PLATE
INLET VENTILATION UNIT _U INDUSTRIAL FANS U

Ayas Aspirator 2021



RADYAL FANLAR
RADIAL FANS

SAC GOVDELI
RADYAL FANLAR
SHEET METAL CASING
CENTRIFUGAL FANS

ALUMINYUM GOVDELI
RADYAL FANLAR
ALUMINUM CASING
CENTRIFUGAL FANS

1 AGF | SGF.

TEK EMiSLI
RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS

0BRA-

TEK EMiSLI
RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS

TEK EMiSLI
RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS

TEK EMISLi SEYREK ALM.

DOKUM KANATLI RADYAL FANLAR
SINGLE INLET CENTRIFUGAL FANS
WITH ALUMINUM IMPELLER

CIFT EMiSLI
RADYAL FANLAR
DOUBLE INLET
CENTRIFUGAL FANS

HARICi MOTORLU ALUMINYUM GOVDELI
YUKSEK BASINGLI KGRUK FANLAR

HIGH PRESSURE ALUMINUM CASING
RADIAL FANS

ALGAK BASINGLI
RADYAL FANLAR
LOW PRESSURE
CENTRIFUGAL FANS

KARE GOVDELI ALGAK BASINGLI
RADYAL FANLAR

SQUARE CASING LOW PRESSURE
RADIAL FANS

KAYIS KASNAK TAHRIKL

ALCAK BASINGLI RADYAL FANLAR
BELT-DRIVEN LOW PRESSURE
RADIAL FANS

ORTA BASINGLI
RADYAL FANLAR
MEDIUM PRESSURE
CENTRIFUGAL FANS

YUKSEK BASINGLI
RADYAL FANLAR
HIGH PRESSURE
CENTRIFUGAL FANS

 YBS | 0BS |KKRFJKABS] ABS J AYF Jces-0ces oBRS | oeha-260 f 0BRa-200

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

SANAYI TiPi VANTILATORLER
INDUSTRIAL TYPE VENTILATORS

2 @@ G&EGEE R

KLASIK SANAYI

TiPi VANTILATORLER
INDUSTRIAL TYPE
CLASSIC VENTILATORS

SANAYI TiPi SALINIMLI
LUKS VANTILATORLER
INDUSTRIAL TYPE

LUX VENTILATORS

SALINIMLI VE UZAKTAN KUMANDALI
VANTILATORLER

OSCILLATORY AND

REMOTE CONTROL VENTILATORS

www.ayas.com.tr
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KANAL TiPi, GATI TiPi VE HUCRELI FANLAR

IN-LINE FANS, ROOF FANS AND VENTILATION UNITS
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YKA

YUVARLAK KANAL
TiPi RADYAL FANLAR
CYLINDIRICAL IN-LINE
RADIAL FANS

220 m3/h - 1.950 m3/h hava debisi araliginda calismaktadir.

Fanlarimizda distan rotorlu motor kullanilmistir.

Fanlarimizin gévdeleri DKP sacdan imal edilip paslanmaya karsi elektrostatik
toz boya ile korunmustur.

Pervaneler metal galvaniz sacdan seyrek kanatli olarak imal edilmistir. Dinamik
balanslari alinmistir.

Yiiksek ve algak basingli yatay ve dikey calisabilecek sekilde boru ve kanal
arasina monte edilmek (izere dizayn edilmistir.

Tiim fanlarimizda duvara baglanti aparatlari mevcuttur.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

Kullamm Alanlan : Proje bazli calismalar (Alisveris Merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller) ile endiistriyel mekanlarin havalandirmasinda
kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

® Has air flow between 220 m3h and 1,950 m%h.
e (Casing is made of DKP sheet metal and protected from corrosion by

electroctatic powder coating.

o Fquipped with external rotor motor.
o Impeller is backward curved and made from galvanised sheet metal.
e They have been designed as high and low pressure type to be mounted

between the horizontal and vertical pipes and ducts.

o All models are equipped with wall mounting device.
e As an option, a speed control device can be used to adjust the air flow and

pressure.

e Insulation : Class B
e Protection : IP 44

Application Areas : Can be used for ventilation in the project-based works
like malls, hospitals, universities, factories, hotels and other industrial places

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage | Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level Weight Package
V Hz W A ) d/d dB(A) Kg

(UF/Volt m3/h Adet
YKA-100A-2K-M 220 50 70 0,30 2,5/400 2400 220 43 3,40 1
YKA-100B-2K-M 220 50 75 0,32 2,5/400 2500 260 45 3,50 1
YKA-125A-2K-M 220 50 80 0,34 2,5/400 2450 300 48 3,55 1
YKA-125B-2K-M 220 50 85 0,35 2,5/400 2500 355 50 3,65 1
YKA-150A-2K-M 220 50 85 0,35 2,5/400 2450 370 51 3,85 1
YKA-150B-2K-M 220 50 85 0,37 2,5/400 2500 400 52 3,90 1
YKA-160A-2K-M 220 50 85 0,40 2,5/400 2500 480 51 4,00 1
YKA-160B-2K-M 220 50 85 0,45 2,5/400 2520 730 53 415 1
YKA-200A-2K-M 220 50 90 0,54 2,5/400 2530 780 50 4,45 1
YKA-200B-2K-M 220 50 110 0,63 4/400 2550 1000 52 4,65 1
YKA-250A-2K-M 220 50 130 0,68 2,5/400 2560 1160 53 4,55 1
YKA-250B-2K-M 220 50 160 0,81 4/400 2580 1320 54 4,80 1
YKA-315A-2K-M 220 50 180 1,00 4/400 2650 1520 54 5,60 1
YKA-315B-2K-M 220 50 220 1,20 6/400 2620 1950 55 5,85 1

Ses seviyesi 3m mesafeden 6l¢limiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A 8 | _c | 0 | A

YKA-100A-2K-M %
YKA-100B-2K-1 203 22 98 240 . B B
YKA-125A-2K-M )
YKA-125B-2K-M 203 22 123 240
YKA-150A-2K-M ol
YKA-1508-2K-M 208 22 148 270
YKA-160A-2K-M 203 22 158 240
YKA-160B-2K-M

@D ac ac
YKA-200A-2K-M 238 25 198 320
YKA-200B-2K-M
YKA-250A-2K-M
YKA-2508-2K-M 238 30 248 320 A
YKA-315A-2K-M
YKA-315B-2K-M 280 35 313 390

Olgiimler mm cinsindendir. / Dimensions are in (mm) =

Ayas Aspiratér 2021



YBA

YUVARLAK KANAL
TiPi AKSIYEL FANLAR
CYLINDIRICAL IN-LINE
AXIAL FANS

750 m3/ h — 3.800 m3/h hava debisi araliginda calismaktadir.

Fanlanimizin govdeleri DKP sacdan imal edilip paslanmaya karsi elektrostatik
toz boya ile korunmustur.

Fanlarimizda distan rotorlu motor kullaniimistir.

Pervaneler metal galvaniz sacdan imal edilmistir. Dinamik balanslari alinmistir.
Fanlarimiz yatay ve dikey calisabilecek sekilde, boru veya kanal arasina monte
edilmek izere dizayn edilmistir.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

Kullamm Alanlari : Proje bazli calismalar (Alisveris Merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller) ile endiistriyel mekanlarin havalandinimasinda
kullanilabilir.

KATALOGU / 2021 PRODUCT CATALOGUE

Has air flow between 750 m%h and 3.800 m%h.
Casing is made from DKP sheet metal and protected from corrosion by
electrostatic powder coating.

Equipped with external rotor motor.

Impeller is made from galvanised sheet metal.

They have been designed as to be mounted between the horizontal and
vertical pipes and ducts.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation: class B

Protection : IP 44

Application Areas : Suitable for use in pubs, restaurants, locals and all of
ventilation ducts.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim
Type Voltage | Frequency Power Current
v Hz w A

Kondansator Devir Hava Debisi| Ses Seviyesi Agirlik Ambalaj
Capacitor Speed Air Flow | Sound Pressure Level Weight Package
) Kg

(WF/VoIt d/d m/h dB(A) Adet
YBA-200-2K-M 220 50 85 0,39 25 2750 750 49 3,10 1
YBA-250-2K-M 220 50 110 0,44 25 2650 1800 53 3,80 1
YBA-315-2K-M 220 50 150 0,70 4 2570 2450 53 5,30 1
YBA-355-2K-M 220 50 230 1,00 6 2450 3800 59 6,00 1

Ses seviyesi 3m mesafeden olclimistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ 58/ __c | 0

YBA-200-2K-M 200 30 200 185
YBA-250-2K-M 200 30 250 235
YBA-315-2K-M 250 40 315 285
YBA-355-2K-M 250 40 355 335
Olgtimler mm cinsindendir. / Dimensions are in (mm)
] /_J\
|
|
. - e G e

www.ayas.com.tr
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KATALOGU / 2021 PRODUCT CATALOGUE

DKF

DIKDORTGEN KANAL

TiPi RADYAL FANLAR
RECTANGULAR IN-LINE
RADIAL FANS

e 500 m3/ h—10.500 m3h hava debisi araliginda calismaktadir. ® Has air flow between 500 m%h and 10.500 m%h.

e (Govde galvaniz sacdan imal edilmistir. e |mpellers are backward curved and made from galvanized sheet metal.

e Fanlarimizda distan rotorlu motor Kullaniimistir. e Fquipped with external rotor motor

e Pervaneler seyrek kanatli olup galvaniz sacdan imal edilmistir. Dinamik e Casing is made from galvanized sheet metal.
balanslari alinmistir. e |tis easy to be mounted to the duct.
Kanala kolay baglanabilme dzelli§ine sahiptir. e As an option, a speed control device can be used to adjust the air flow and
Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir. pressure.

Yalitim : Class B e [nsulation : Class B
Koruma Sinifi : IP 44 Protection : IP 44

Kullamm Alanlari : Proje bazli calismalar (Alisveris Merkezleri, Hastane, Application Areas : Can be used for ventilation in the project-based works
Universiteler, Fabrikalar, Oteller) ile endiistriyel mekanlarin havalandirnimasinda like malls, hospitals, universities, factories, hotels and other industrial places.
kullanilabilir.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage | Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level Weight Package
Vv Hz w A ) dB(A) Kg

(WF/VoIt d/d m¥/h Adet
DKF-30/15-2K-M 220 50 95 0,43 2,5/400 2280 480 47 8,00 1
DKF-40/20A-2K-M 220 50 104 0,47 47400 2645 950 54 12,00 1
DKF-40/20B-2K-M 220 50 145 0,65 5/400 2635 1150 57 13,50 1
DKF-50/25-2K-M 220 50 210 1,10 7/400 2660 1610 51 16,00 1
DKF-60/30-4K-M 220 50 135 0,60 3,5/400 1400 1850 50 17,00 1
DKF-60/35A-4K-M 220 50 260 1,20 7/400 1350 2800 54 35,00 1
DKF-60/35B-4K-M____ 220 50 430 1,60 12/400 1380 3400 57 38,00 1
DKF-70/40A4K-M____ 220 50 600 2,50 16/400 1340 4500 59 43,00 1
DKF-70/40B-4K-M____ 220 50 600 2,50 16/400 1340 5900 61 46,00 1
DKF-80/50-4K-T 380 50 1100 2,50 - 1400 7550 64 64,00 1
DKF-100/50-4K-T 380 50 1100 2,50 - 1400 9600 67 92,00 1

Ses seviyesi 3m mesafeden 6lgulmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tp /e | A | B | ¢ | E | F | & S 5\

DKF-30/15-2K-M 150 300 400 200 350 T 1 [T

DKF-40/20A-2K-M 200 400 500 250 450 — {

DKF-40/20B-2K-M 200 400 500 250 450 B |

DKF-50/25-2K-M 250 500 565 300 550 Sl : U

DKF-60/30-4K-M 300 600 650 350 650 :

DKF-60/35A-4K-M 350 600 760 400 650

DKF-60/35B-4K-M 350 600 760 400 650 [ g e—— 1

DKF-70/40A-4K-M 400 700 800 450 750 ’ N

DKF-70/40B-4K-M 400 700 800 450 750 - . . . o =

DKF-80/50-4K-T 500 800 920 560 850

DKF-100/50-4K-T 500 1000 1050 560 1060 »
Olgiimler mm cinsindendir. / Dimensions are in (mm) C

Ayas Aspiratér 2021



DiIKDORTGEN KANAL TiPi
HARICi MOTORLU RADYAL FANLAR
RECTANGULAR IN-LINE RADIAL FANS
WITH OUTSOURCED MOTOR

3.000 m3/h - 10.500 m3/h hava debisi araliginda calismaktadir.

Govde galvaniz sacdan imal edilmistir.

Pervane galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir.
Fanlarimizda GAMAK, VOLT veya WATT marka direkt akuple motorlar
kullanilmaktadir.

Kanala kolay baglanabilme dzelli§ine sahiptir.

Motor hava debisi disinda oldugundan dolayi yiiksek sicaklikta kullanima
uygundur.

Urlin yerinden sokiilmeden kapagi agilarak kolayca temizlik ve bakimi
yapilabilir.

Yalitim : Class B

Koruma Sinifi : IP 44

Kullamm Alanlan : Proje bazli calismalar (Alisveris merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller ) ile endlistriyel mekanlarin havalandirmasinda
kullanilabilir.

Has airflow between 3.000 m3/h — 10.500 m3/h.

Casing is made from galvanised sheet metal.

Impeller is made from galvanised sheet metal and dynamically balanced.

Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.

Easy to mount to ventilation ducts.

Because of the motor is standing out of the air flow it is suitable to use in the

places with high temperature.

e |t is easy to clean and maintenance without remove from the place installed
by opening the cover.

® [nsulation : Class B

e Protection : IP 44

Application Areas : Suitable for use in pubs, restaurants, locals and all of
ventilation ducts.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Vo/ta ge Frequency Horse Pawer Power Speed Air Flow Sound Pressure Level We/ht

mé/h dB(A)
DKFH-315-4K-T 380 50 0,37 0,25 1440 3000 69 34
DKFH-355-4K-T 380 50 0,50 0,37 1420 3500 70 37
DKFH-400-4K-T 380 50 0,75 0,55 1470 4700 73 48
DKFH-450-4K-T 380 50 1,50 1,10 1450 6000 78 53
DKFH-500-4K-T 380 50 2,00 1,50 1400 8400 80 75
DKFH-560-4K-T 380 50 3,00 2,20 1400 10500 81 93

Ses seviyesi 3m mesafeden 6lglilmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK Gizim, OLGULER VE KAPASITE TABLOSU / TECHNICAL DRAWINGS, DIMENSIONS AND CAPACITY TABLE

e | A | 8 | ¢ | F | G | | R

DKFH-315-4K-T 350 600 760 650 400 550 + ) t -
. N
DKFH-355-4K-T 350 600 760 650 400 550 |
+ + o

DKFH-400-4K-T 400 700 800 750 450 630 ® gf o
DKFH-450-4K-T 400 700 800 750 450 630 + +
DKFH-500-4K-T 500 800 920 850 560 780 A
DKFH-560-4K-T 500 1000 1050 1060 560 780

Olgtimler mm cinsindendir. / Dimensions are in (mm)

[ Tip/ Type | _0Pa__| 100Pa_| 200Pa_| 300Pa_| 400Pa_| 500Pa_| 600Pa |
DKFH-315-4K-T 3000 2400 1800 1200 400 m
DKFH-355-4K-T 3500 2800 2250 1550 875 20 - i @ I
DKFH-400-4K-T 4700 3800 3200 2400 1600 500
DKFH-450-4K-T 6000 5300 4750 4000 3200 2250 1000 ° <
DKFH-500-4K-T 8400 6900 6150 5400 4500 3600 2700
DKFH-560-4K-T 10500 8900 8250 7500 6600 5300 4900 ] B ’

www.ayas.com.tr
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SIGINAK
TAZE HAVA CiHAZLARI
FILTRATION UNIT

450 m3/h - 4.500 m3/h hava debisi araliginda calismaktadir.

Govde galvaniz sacdan imal edilmistir.

Distan rotorlu motor kullaniimigtir.

Pervane galvaniz sacdan imal edilmistir ve statik balansi alinmistir.

Kanala kolay baglanabilme 6zelligine sahiptir.

Uriin yerinden sokiilmeden kapagi agilarak temizlik ve bakimi kolayca
yapilabilir.

Elyaf G4, Karbon AC-100 ve Radyoaktif Hepa filtre olmak iizere (g sira filtrelidir.
Igerisinde bulunan filtreler sayesinde siginak vb. gibi ortamlarda disaridaki
zararl ve zehirli gazlarin igeri girmesini engeller.

Istege bagl olarak farkli filtreler ile tretilebilir.

Yalitim : Class B

Koruma Sinifi : IP 44

Kullanim Alanlari : Tiim siginak uygulamalarinda kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has airflow between 450 m3/h — 4.500 m3/h.

Casing is made from galvanised sheet metal.

Impeller is made from galvanised sheet metal and dynamically balanced.
Equipped with external rotor motor.

It has three stages filtration system with fiber G4, carbon AC-100 and
radioactive hepa filters

Can be manufactured with different filtes according to request.

Through to filtration system it has, it can be used the places like sanctuary. It
does block to toxic and harmful air getting inside the room.

It is easy to clean and maintenance without remove from the place installed
by opening the cover.

Insulation : Class B

Protection : IP 44

Application Areas : Can be used for all kind of sanctuary applications.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Frequency Air Flow Pressure 1. Sira / Stage 2. Sira / Stage 3. Sira / Stage
Hz m3/h Pa Elyaf / Fiber Karbon / Carbon Hepa
THC-450 50 450 200 G4 AC-100 Radyoakif
THC-750 50 750 200 G4 AC-100 Radyoakif
THC-1200 50 1200 200 G4 AC-100 Radyoakif
THC-2000 50 2000 200 G4 AC-100 Radyoakif
THC-3000 50 3000 200 G4 AC-100 Radyoakiif
THC-4500 50 4500 200 G4 AC-100 Radyoakif

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip /Type

THC-450 1000 500 300
THC-750 1200 600 350
THC-1200 1200 700 350
THC-2000 1400 800 450
THC-3000 1400 900 500
THC-4500 1500 1000 500
Olgiimler mm cinsindendir. / Dimensions are in (mm)
—_—
& = =
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HFO

SIK KANATLI

HUCRELI FANLAR

VENTILATION UNIT WITH FORWARD
CURVED IMPELLER

2.250 m3/h ile 20.000 m3/ hava debisi araiginda calismaktadir.

Dinamik balansi alinmis sik kanat pervaneli kayis kasnak tahrikli radyal fanlar
kullanilarak Gretilmistir.

Hiicre panelleri 20mm kalinlikta ve 70 kg/m3 yogunlukta kaya yiinii izolelidir.
Kabinler istege bagl olarak ift cidarli yapilabilmektedir.

Miidahale kapagi aciimadan kabin icini izlemeyi saglayan gézetleme cami
mevcuttur. istege bagl olarak iki tarafinda da gézetleme cami olacak sekilde
imal edilebilir.

Kayislarin gerginlesmesini saglayan kayis gerdirme aparati mevcuttur.

istede bagl olarak Monofaze motor kullanilarak iretilebilir.

Yalitim : Class b

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has airflow between 2.250 m3/h — 20.000 m3/h.

Casing is made of DKP Sheet metal and protected against corrosion by
electrostatic powder piant.

Equipped with belt-driven, dynamically balanced forward curved radial fans.
Cabins are insulated by 20 mm thickness and 70 kg/m3 density rock wool.
Cabins can be manufactured with double paries according to request.

It has observation window provides checking inside without opening the cover.
Can be manufactured with two observation window.

It has stretch forming aparat provides make tense to the belt.

Can be manufactured with single phase motor.

Insulation : Class B

Koruma Sinifi : IP 44 Protection : IP 44

Application Areas : Can be used for ventilation in the project-based works
like malls, hospitals, universities, factories, hotels and other industrial places.

Ifullamm Alanlari : Proje bazh calismalar (Alisveris merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller ) ile endlistriyel mekanlarin havalandirmasinda
kullanilabilir.

TEKNIK DEGERLER, TEKNIK GiziM, OLGULER VE KAPASITE TABLOSU / TECHNICAL PARAMETERS, DRAWINGS AND DIMENSIONS

Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
V Hz Hp Kw d/d Pa

m3/h
HF0-07/1-4K-T 380 50 1,00 0,75 1410 2.250 400
HF0-07/2-4K-T 380 50 1,50 1,10 1430 2.800 400
HF0-09/1-4K-T 380 50 1,50 1,10 1430 4.000 350
HF0-09/2-4K-T 380 50 2,00 1,50 1430 5.000 225
HFO-10/1-4K-T 380 50 2,00 1,50 1430 5.500 325
HFO-10/2-4K-T 380 50 3,00 2,20 1435 6.500 325
HF0-12/1-4K-T 380 50 3,00 2,20 1435 7.500 400
HF0-12/2-4K-T 380 50 4,00 3,00 1435 8.500 450
HF0-15/1-4K-T 380 50 4,00 3,00 1435 10.000 450
HF0-15/2-4K-T 380 50 5,50 4,00 1455 12.000 400
HFO-18/1-4K-T 380 50 7,50 5,50 1465 18.000 300
HF0-18/2-4K-T 380 50 10,00 7,50 1465 20.000 375
To/mpe | L | w | H | A | B | C | D | ff
HF0-07 850 600 600 260 210 500 200
HF0-09 950 700 700 293 262 600 250 Eg
HFO-10 1050 750 750 330 290 650 350 ﬁ -
HF0-12 1100 850 850 400 340 750 400
HF0-15 1200 900 900 470 405 800 500
HFO-18 1240 1000 1000 560 480 900 650
Olgiimler mm cinsindendir. / Dimensions are in (mm) E
w
HF0-07/1-4K-T 2600 2500 2450 2350 2250 2150 2050 1850 1600 1350 i
HF0-07/2-4K-T 3150 3050 3000 2900 2800 2750 2650 2500 2300 2150 I
HF0-09/1-4K-T 4500 4350 4200 4050 3900 3750 3550 3200 2750 2300 [a)
HF0-09/2-4K-T 5100 4950 4850 4700 4550 4450 4300 4000 3650 3300 fj o0
HFO-10/1-4K-T 5900 5650 5550 5400 5200 5000 4800 4350 3850 é
HFO-10/2-4K-T 6800 6700 6600 6450 6300 6150 5950 5650 5250 4850
HF0-12/1-4K-T 8500 8300 8000 7750 7500 7250 6950 6250 5500
HF0-12/2-4K-T 9600 9500 9200 9000 8750 8500 8250 7750 7200 6500
HFO-15/1-4K-T 11750 11500 11250 10900 10550 10200 9800 8900 7800
HFO0-15/2-4K-T 13300 13000 12700 12400 12100 11850 11550 10850 1050 HH H
HFO-18/1-4K-T 19000 18500 18000 17550 17050 16550 16050 15000 13800 12600 ;
HF0-18/2-4K-T 21000 20500 20150 19750 19300 18800 17950 17000 L
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SEYREK KANATLI
HUCRELI FANLAR
VENTILATION UNIT WITH BACKWARD
CURVED IMPELLER

4.000 m3/h ile 20.000 m3/h hava debisi araliginda calismaktadir.

Dinamik balansi alinmis seyrek kanat pervaneli kayis kasnak tahrikli radyal
fanlar kullanilarak tretilmistir.

Hiicre panelleri 20mm kalinlikta ve 70 kg/m3 yogunlukta kaya yiinii izolelidir.
Kabinler istege bagl olarak ift cidarli yapilabilmektedir.

Miidahale kapagi aciimadan kabin icini izlemeyi saglayan gézetleme cami
mevcuttur. istege bagl olarak iki tarafinda da gézetleme cami olacak sekilde
imal edilebilir.

Kayislarin gerginlesmesini saglayan kayis gerdirme aparati mevcuttur.

Yalitim : Class B / Koruma Sinifi : IP 44

Kullanim Alanlar : Proje bazh calismalar (Aligveris merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller ) ile endiistriyel mekanlarin havalandirmasinda
kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has airflow between 4.000 m3/h — 20.000 m3/h.

Casing is made of DKP Sheet metal and protected agains corrosion by
electrostatic powder paint.

Equipped with belt-driven, dynamically balanced backward curved radial fans.
Cabins are insulated by 20 mm thickness and 70 kg/m3 density rock wool.
Cabins can be manufactured with double paries according to request.

It has observation window provides checking inside without opening the cover.
Can be manufactured with two observation window.

It has stretch forming aparat provides make tense to the belt.

Can be manufactured with single phase motor.

Insulation : Class B / Protection : IP 44

Application Areas : Can be used for ventilation in the project-based works
like malls, hospitals, universities, factories, hotels and other industrial places.

TEKNIK DEGERLER, TEKNIK GiziM, OLGULER VE KAPASITE TABLOSU / TECHNICAL PARAMETERS, DRAWINGS AND DIMENSIONS

Tip Voltaj Frekans Beygir Giicli Gig Devir Hava Debisi Basing
— Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
v Hz Hp Kw d/d m3/h Pa

HFG-250/1-2K-T 380 50 1,50 1,10 2880 4.000 450
HFG-250/2-2K-T 380 50 2,00 1,50 2880 5.000 350
HFG-280/2-2K-T 380 50 2,00 1,50 2880 5.500 400
HFG-280/3-2K-T 380 50 3,00 2,20 2830 6.500 450
HFG-315/3-2K-T 380 50 3,00 2,20 2880 7.500 450
HFG-315/4-2K-T 380 50 4,00 3,00 2880 8.500 500
HFG-355/4-2K-T 380 50 4,00 3,00 2880 10.000 425
HFG-355/5-2K-T 380 50 5,50 4,00 2880 11.500 375
HFG-400/5-2K-T 380 50 550 4,00 2830 13.000 400
HFG-400/7-2K-T 380 50 7,50 5,50 2900 14.500 500
HFG-450/7-4K-T 380 50 7,50 5,50 1465 16.000 500
HFG-450/10-4K-T 380 50 10,00 7,50 1465 18.500 600
HFG-500/10-4K-T 380 50 10,00 7,50 1465 21.000 500
HFG-500/15-4K-T 380 50 15,00 11,00 1470 25.000 500

| C I I
Tio/Tpe [ L L w [ LA LB [ c | 0 [ I I

[a)

HFG-250 1050 750 750 322 322 650 300 5 @
HFG-280 1050 750 750 361 361 650 300 /‘ '\ %
HFG-315 1100 850 850 404 404 750 400 T @
HFG-355 1200 900 900 453 453 800 450 S
HFG-400 12401000 1000 507 507 900 500
HFG-450 1400 1100 1100 569 569 1000 550 i
HFG-500 1600 1200 1200 638 638 1100 650 i a = '

Olgumler mm cinsindendir. / Dimensions are in (mm)

HFG-250/1-4K-T 4400 4300 4100 4000 3900 3500 3200 3000 2700 2400 2000 1800 1500

HFG-250/2-4K-T 5100 5000 4900 4750 4650 4400 4100 3850 3600 3300 3000 2700 2450 2200 1900
HFG-280/2-4K-T 5850 5700 5500 5300 5100 4800 4400 4000

HFG-280/3-4K-T 6900 6700 6600 6500 6300 6000 5700 5300 5000 4700 4400 4000 3700 3200 3000
HFG-315/3-4K-T 8100 7900 7700 7500 7200 6800 6300 5800 5400 4900 4500

HFG-315/4-4K-T 9300 9000 8800 8600 8500 8100 7700 7300 6800 6450 6000 5500 5100 4800 4300
HFG-355/4-4K-T 10500 10300 10100 9800 9500 9000 8500 7900 7300 6700 6100

HFG-355/5-4K-T 11900 11600 11300 11200 11000 10500 10000 9500 9000 8500 8000 7500 6900 6300 5800
HFG-400/5-4K-T 13800 13400 13000 12800 12500 11800 11000 10400 9600 9000 8200

HFG-400/7-4K-T 15700 15400 15000 14800 14500 14000 13000 12500 12000 11500 10800 10000 9600 9000 8000
HFG-450/7-4K-T 17800 17300 17000 16500 16000 15500 14500 13900 13000 12300 11500 10500

HFG-450/10-4K-T 20000 19500 19200 19000 18800 18500 17500 16800 16000 15400 14500 13800 13000 12000 11500
HFG-500/10-4K-T 23000 22500 22000 21500 21000 20600 19500 18700 17600 16800 15800 14800 13700 12500
HFG-500/15-4K-T 27000 26500 26000 25500 25000 24500 24000 23000 22000 21500 20500 19000 18500 18000 17000
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SEYREK KANATLI
TEK EMiSLi HUCRELi FANLAR

BACKWARD CURVED SINGLE

INLET VENTILATION UNIT

korunmustur.

2.500 m3/h —20.000 m3/h hava debisi araliginda ¢alismaktadir.
Govde galvaniz sacdan imal edilmistir.
Pervane DKP sacdan imal edilmis ve korozyona karsi seliilozik boya ile

GAMAK, VOLT veya WATT marka direkt akuple motorlar kullaniimaktadir.
Hiicre panelleri 20mm kalinlikta ve 70 kg/m3 yogunlukta kaya y(inii izolelidir.

L]
L]
e Yalitim : Class B
e Koruma Sinfi : IP 44
L]
L]

Kullamm Alanlan :

Mutfak davlumbazlari, yagh ve yapiskanli hava olan
ortamlarda kullanima uygundur.

Has airflow between 2.500 m3/h — 20.000 m3/h.

Impeller is made of DKP Sheet metal and protected against corrosion by

electrostatic powder paint.
Impeller is made from galvanise sheet metal and dynamically balanced.

Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.
Cabins are insulated by 20 mm thickness and 70 kg/m3 density rock wool.

Insulation : Class B
Protection : IP 44

Application Areas : Suitable for use in kitchens, the places that has oily and
sticky air.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
v Hz Hp Kw d/d mé/h Pa

HTO-1-4K-T 380 50 1,00 0,75 1410 2500 400
HT0-2-4K-T 380 50 1,50 1,10 1430 4000 450
HTO-3-4K-T 380 50 2,00 1,50 1430 6000 500
HT0-4-4K-T 380 50 3,00 2,20 1435 8000 550
HT0-5-4K-T 380 50 4,00 3,00 1435 10000 600
HT0-6-4K-T 380 50 5,50 4,00 1455 12000 650
HTO-7-4K-T 380 50 7,50 5,50 1465 16000 700
HT0-8-4K-T 380 50 10,00 7,50 1465 20000 750
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type
HTO-1 670 670 670 200 260 300
HTO0-2 800 720 720 255 270 325
HTO-3 800 770 770 280 300 350
HT0-4 900 820 820 300 400 400
HTO0-5 900 870 870 320 450 450
HT0-6 1000 920 920 345 500 500
HTO-7 1100 970 970 370 600 560
HTO-8 1100 970 970 370 600 630
Olgiimler mm cinsindendir. / Dimensions are in (mm)
1 —

[11]
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

SEYREK KANATLI TEK EMiSLi
KASET FiLTRELi HUCRELi FANLAR
BACKWARD CURVED SINGLE INLET
VENTILATION UNIT WITH FILTER

e 2.500 m3/h —20.000 m3/h hava debisi araliginda calismaktadir. ® Has airflow between 2.500 m3h — 20.000 m%h.

e Govde galvaniz sacdan imal edilmistir. e (Casing is made of galvanised sheet metal.

e Pervane DKP sacdan imal edilmis ve korozyona karsi selillozik boya ile e Impeller is made of DKP Sheet metal and protected against corrosion by
korunmustur. electrostatic powder paint.

GAMAK, VOLT veya WATT marka direkt akuple motorlar kullaniimaktadir.
Hiicre panelleri 20mm kalinlikta ve 70 kg/m3 yogunlukta kaya yiinii izolelidir.

o It has G2 filter.
L]

e icerisinde G2 metal kaset filtre mevcuttur.

L]

L]

Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.
Cabins are insulated by 20 mm thickness and 70 kg/m?3 density rock wool.
Insulation : Class B

Protection : IP 44

Yalitim : Class B
Koruma Sinifi : IP 44

Kullamm Alanlan : Mutfak davlumbazlari, yagh ve yapiskanli hava olan Application Areas : Suitable for use in kitchens, the places that has oily and
ortamlarda kullanima uygundur. sticky air.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Beygir Giicii Giig Devir Hava Debisi Basing
Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
] v Hz Hp Kw Pa

d/d msh
HTF-1-4K-T 380 50 1,00 0,75 1410 2500 300
HTF-2-4K-T 380 50 1,50 1,10 1430 4000 350
HTF-3-4K-T 380 50 2,00 1,50 1430 6000 400
HTF-4-4K-T 380 50 3,00 2,20 1435 8000 450
HTF-5-4K-T 380 50 4,00 3,00 1435 10000 500
HTF-6-4K-T 380 50 5,50 4,00 1455 12000 550
HTF-7-4K-T 380 50 7,50 5,50 1465 16000 600
HTF-8-4K-T 380 50 10,00 7,50 1465 20000 650

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

oo | L | w | & | A B ¢ D
HTF-1 900 670 670 200 260 580 300
HTF-2 900 720 720 255 270 630 350
HTF-3 1000 770 770 280 300 680 350
HTF-4 1100 820 820 300 400 730 400
HTF-5 1100 870 870 320 450 780 400
HTF-6 1250 920 920 345 500 830 450
HTF-7 1350 970 970 370 600 880 450
HTF-8 1350 970 970 370 600 880 500

Olgiimler mm cinsindendir. / Dimensions are in (mm)

AxB TL_\
- r —

CxD
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

CiFT EMiSLi RADYAL FANLI
CAPRAZ AKIMLI
ISI GERi KAZANIM CiHAZLARI

HEAT RECOVERY UNIT WITH RADIAL FAN

e 1.500 m3/hile 4.500 m3/h hava debisi araliginda ¢alismaktadr.

e Govde galvaniz sacdan imal edilmistir.

Pervane galvaniz sacdan imal edilmis ve dinamik balansi alinmistrr. istege
bagh olarak sik ve seyrek kanatli olarak imal edilebilir.

Distan rotorlu motor kullanilarak tretilmistir.

e (Ortam havasini egzost ederken bir yandan da ortama taze hava vermeye yarar.
Disari atilan egzost havasinin isi enerjisinden faydalanarak taze havanin 6n
isitma / sogutma islemi gormesini saglar. Boylece ortam sicakligina negatif
etki etmeyi engeller.

e Yalitim : Class B

e Koruma Sinifi : IP 44

Kullanim Alanlari : Her tiirlii tesisin konfor havalandirmasinda kullanilabilir.

Has airflow between 1.500 m%h — 4.500 m¥h.

Casing and impeller are made of galvanised sheet metal. Impeller is
dynamically balanced. Can be manufactured as forward curved or backward
curved according to request

Equipped with external rotor motor.

It exhausts and provides fresh air at the same time.

Insulation : Class B

Protection : IP 44

Application Areas : Suitable for use all kind of places.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Beygir Giicii Giig Devir Hava Debisi Basing Ses Seviyesi
Type Voltage Frequency Horse Power Power Speed Air Flow Pressure Sound Pressure Level
v Hz Hp Kw d/d m3/h Pa dB(A)

GKC-15-4K-M 230 50 2x0,20 2x0,15 1350 1500 170 60
GKC-25-4K-M 230 50 2x0,50 2x0,37 1350 2500 220 64
GKC-35-4K-M 230 50 2x0,75 2x0,55 1400 3500 230 65
GKC-45-4K-M 230 50 2x0,75 2x0,55 900 4500 200 70

Ses seviyesi 3m mesafeden 6lgtilmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

GKC-15-4K-M 980 800 400 230 210
GKC-25-4K-M 1350 985 510 290 260
GKC-35-4K-M 1700 1180 580 330 290
GKC-45-4K-M 1800 1230 650 400 330
Olgtimler mm cinsindendir. / Dimensions are in (mm)
(=] [=] T \
S ° ° ° ° ) T [ A
L w : [F”
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

KTI

ELEKTRIKLI KANAL TiPi ISITICI
IN-LINE HEATER

=

e (ovde galvaniz sacdan imal edilmistir. e (asing is made of galvanised sheet metal.

e |si geri kazanim cihazindan 6n isitma yapilarak ¢ikan taze havanin ortam e Provides to give back the warm air to the room by mounting to the front side
sicakligi kadar isitilarak ortama verilmesini saglar. of heat recovery unit.
e Kanal arasina monte edilmek (zere dizayn edilmistir. o Designed to mount on between ventilation ducts.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Power Air Flow Stage
Kw Ad.

m3/h
KTI-10 3,00 1000 1
KTI-15 5,00 1500 2
KTI-20 7,00 2000 2
—— KTI-25 8,00 2500 3
KTI-30 10,00 3000 3
KTI-35 12,00 3500 3
KTI-40 13,00 4000 3
KTI-45 15,00 4500 3
TEKNIK GiziM VE GLCULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type
KTI-10 350 500 350
KTI-15 350 500 400
KTI-20 350 500 500
KTI-25 350 500 550
KTI-30 350 750 450
KTI-35 350 750 500
KTI-40 350 750 550
KTI-45 350 750 600

Olgtimler mm cinsindendir. / Dimensions are in (mm)

24

XN
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RADYAL GATI FANI
RADIAL ROOF FAN

1.250 m3/ h — 10.500 m3/h hava debisi araliinda calismaktadir.

Fanlarimizda distan rotorlu motor kullanilmistir.

Pervaneler seyrek kanatli olup galvaniz sacdan imal edilmistir.

Govde DKP sacdan imal edilip korozyona karsi elektrostatik toz boya ile
korunmustur.

Kanala kolay baglanabilme dzelli§ine sahiptir.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

Kullamm Alanlari : Proje bazli calismalar (Alisveris Merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller) ile endiistriyel mekanlarin havalandirimasinda
kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has air flow between 1.250 m%h and 10.500 m3/h.

Impeller is backward curved and made from galvanised sheet metal.

Casing is made of DKP sheet metal and protected from corrosion by
electrostatic powder coating.

Equipped with external rotor motor.

It is easy to be mounted to the duct.

As an option, a speed control device can be used to adjust the air flow.
Insulation : Class B

Protection : IP 44

Application Areas : Can be used for ventilation in the project-based works
like malls, hospitals, universities, factories, hotels and other industrial places.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim Kondansator Devir Hava Debisi | Ses Seviyesi Agirhk Ambalaj
Type Voltage Frequency Power Current Capacitor Speed Air Flow |Sound Pressure Levell ~ Weight Packing
v Hz w A HF/V d/d md/h dB(A) Kg A

olt dett
YCF-250-2K-M 220 50 170 0,65 5/400 2635 1300 52 8,00 1
YCF-315-2K-M 220 50 250 1,10 7/400 2660 1800 54 10,00 1
YCF-355-4K-M 220 50 220 1,20 7/400 1350 2750 59 16,00 1
YCF-400-4K-M 220 50 560 1,60 12/400 1380 3620 61 29,00 1
YCF-450-4K-M 220 50 830 2,50 16/400 1340 5900 62 37,00 1
YCGF-500-4K-T 380 50 1560 2,50 - 1400 8000 65 51,00 1
YCF-560-4K-T 380 50 1800 2,50 - 1400 10000 66 62,00 1

Ses seviyesi 3m mesafeden 6lclilmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type I I

YGF 250 370 386 225
YGF 315 454 443 293
YGF 355 595 595 285
YGF 400 595 685 355
YGF 450 664 685 400
YGF 500 798 824 385
YGF 560 798 824 400

Olgiimler mm cinsindendir. / Dimensions are in (mm)
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YCFH

HARICi MOTORLU

RADYAL CGATI FANLARI

RADIAL ROOF FAN

(MOTOR IS OUT OF THE AIR FLOW)

e 1.800 m%h 1.415 m3h hava debilerinde ¢alismaktadr.

e Govde DKP sacdan imal edilmis ve korozyona karsi elektrostatik toz boya ile
korunmustur.

e Pervane galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir.

e Fanlarimizda GAMAK, VOLT veya WATT marka direkt akuple motorlar
kullaniimaktadir.

e Motor hava debisi disinda oldugundan dolay yiiksek sicaklikta kullanima
uygundur.

e Yalitim : Class B

e Koruma Sinfi : IP 44

Kullamm Alanlarl : Proje bazli calismalar (Alisveris merkezleri, Hastane,
Universiteler, Fabrikalar, Oteller ) ile endiistriyel mekanlarin havalandirmasinda
kullanilabilir.

n
n
n
]
.

Has airflow 1.800 m%h and 1.415 m%h.

Casing is made from DKP sheet metal and protected against corrossion by
electrostatic powder paint.

Impeller is made from galvanised sheet metal and dynamically balanced.
Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.
Because of the motor is standing out of the air flow it is suitable to use in the
places with high temperature.

Insulation : Class B

Protection : IP 44

Application Areas : Can be used for ventilation in the project-based works
like malls, hospitals, universities, factories, hotels and other industrial places.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

I Tip Voltaj Frekans Beygir Giicli Gig Devir Hava Debisi Ses Seviyesi Adirlik
Type Voltage Frequency Horse Power Power Speed Air Flow Sound Pressure Level Weight
v Hz Hp Kw d/d dB(A) Kg

m3/h
YCFH-315-2K-M 230 50 0,50 0,37 2800 1800 60 11,30
YCFH-315-4K-M 230 50 0,50 0,37 1380 1415 57 11,50

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

o | a

YGFH-315-2K-M 410

391

YGFH-315-4K-M 410

391

Olgiimler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

DPA =

-
- g— —.
DEKORATIF PLASTIK — =
ASPIRATORLER g
DECORATIVE PLASTIC ————
AXIAL FANS : o

Has air flow between 100 m3h and 320 m3/h.
Impeller and casing are made from ABS plastic.
Can easily mounted with plug.

All models equipped with neon lamp

Insulation : Class B

Protection : IP 44

100 m3/h —320 m3/h hava debisinde calismaktadir.

Govde ve pervane ABS plastik malzemeden imal edilmistir.

Duvara, tavana diibel ile monte edilebilecek sekilde dizayn edilmistir.
Aspiratorlerimizde neon lamba mevcuttur.

Yalitim : Class B

Koruma Sinifi : IP 44

Kullamm Alanlan : Banyolarda, tuvaletlerde vb. mekanlarda kullanima e Application Areas : Domestic plastic fans are suitable for use in bathrooms,
uygundur. toilets, bedrooms and offices

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Gig Devir Hava Debisi Ses Seviyesi Agirlik Ambalaj
Type Voltage Frequency Power Speed Air Flow Sound Pressure Level Weight Packing
\ Hz w d/d m3/h dB(A) Kg Adet

DPA-100-2K-M 220 50 15 2600 100 39 0,36 12-24
DPA-120-2K-M 220 50 20 2600 200 4 0,39 12-24
DPA-150-2K-M 220 50 25 2450 320 43 0,50 12-24

Ses seviyesi 3m mesafeden olclimisttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ 8 ' _c ! 0 | __E | __F |

DPA-100-2K-M 90 154 15 80 45 97
DPA-120-2K-M 110 184 16 97 55 119
DPA-150-2K-M 135 210 17 105 70 146

Olgtimler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021



2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

LPA

A

LUKS PLASTIK —/;// ‘\@J
e 100 m%h - 320 m3/h hava debisinde ¢alismaktadir. ® Has air flow between 100 m%h and 320 m3h.
e Govde ve pervane ABS plastik malzemeden imal edilmistir. o |mpeller and casing are made from ABS plastic.
e Duvara, tavana diibel ile monte edilebilecek sekilde dizayn edilmistir. e (Can easily mounted with plug.
o Aspiratérlerimizde neon lamba mevcuttur. o All models equipped with neon lamp
e Yalitim : Class B ® [nsulation : class B
e Koruma Sinifi : IP 44 e Protection : IP 44
L] L]
e Kullamm Alanlan : Banyolarda, tuvaletlerde vb. mekanlarda kullanima e Application Areas : Domestic plastic fans are suitable for use in bathrooms,

uygundur. toilets, bedrooms and offi ces

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Gig Devir Hava Debisi Ses Seviyesi Agirlik Ambalaj
Type Voltage Frequency Power Speed Air Flow Sound Pressure Level Weight Packing
\ Hz w d/d m3/h dB(A) Kg Adet

LPA-100-2K-M 220 50 15 2600 100 39 0,36 12-24
LPA-120-2K-M 220 50 20 2600 200 4 0,39 12-24
LPA-150-2K-M 220 50 25 2450 320 43 0,50 12-24

Ses seviyesi 3m mesafeden olclimisttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ 8 ' __c 0 | __E_ | ___F |

DPA-100-2K-M 90 154 15 80 45 97
DPA-120-2K-M 110 184 16 97 55 119
DPA-150-2K-M 135 210 17 105 70 146

Olgtimler mm cinsindendir. / Dimensions are in (mm)

- D—

I
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KAPAKLI TiP
ASPIRATORLER
AXIAL FANS
WITH LID

e 390 m3/ h — 900 m3h hava debisi araliginda calismaktadir. ® Has air flow between 390 m%h and 900 m/h.

e Govde ve pervaneler metal DKP sacdan imal edilip paslanmaya karsi e Casing and impeller are made from DKP sheet metal and protected from
elektrostatik toz boya ile korunmustur. corrosion by electrostatic powder coating.

e Pervanelerimizin dinamik balansi alinmigtir. o Impellers are dynamically balanced.

e Motor aliiminyum malzemeden isiya dayanikli kendinden yaglamali yatak e The motors are manufactured by using the bed with felt resistive to heat and
kullanilarak imal edilmistir. self lubricated.

Aspiratorlerimiz (izerindeki montaj aparati sayesinde cama, metal ve ahsap
levhaya kolayca monte edilir.

Aspiratérlerimiz (izerindeki kapak sayesinde fani calismadigi zamanlarda dis
etkenli toz ve dumanin igeri girmesini engeller.

e Qpsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B Application Areas : Suitable for use in housings and work places, for cooling
Koruma Sinifi : IP 44 of various machinery and substations.

It is protected from dust and smoke by lid when it is not working.

As an option, a speed control device can be used to adjust the air flow.
Insulation : Class B

Protection : IP 44

Kullamim Alanlan : Endiistriyel ve evsel (domestik) alanlarda kullanilabilir.

TEKNIK TABLO / TECHNICAL PARAMETERS

Type loltage Frequency Power Current Speed Air Flow Sound Pressure Level Weight Packing
V Hz w A d/d m3/h dB(A) Kg

Adet
KTA-160-4K-M 220 50 40 0,25 1400 390 44 1,67 8
KTA-200-4K-M 220 50 50 0,25 1400 650 48 1,95 8
KTA-250-4K-M 220 50 50 0,29 1400 900 49 2,45 8

Ses seviyesi 3m mesafeden 6lcllmiisttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiZziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ 8 | C | D E F

KTA-160-4K-M 161 223 187 148 73 103
KTA-200-4K-M 204 265 228 190 78 112
KTA-250-4K-M 250 306 280 239 78 112

Olgtimler mm cinsindendir. / Dimensions are in (mm)

Montaj Aparati / Mounting Device

C

@B
oA
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

BACA TiPi
ASPIRATORLER
AXIAL FANS
FOR CHIMNEY

e 390 m3/ h — 900 m3h hava debisi araliginda calismaktadir. ® Has air flow between 390 m%h and 900 m3/h.

e Govde ve pervane metal DKP sacdan imal edilip paslanmaya kars elektrostatik e Casing and impeller are made from DKP sheet metal and protected from
toz boya ile korunmustur. corrosion by electrostatic powder coating.

e Pervanelerimizin dinamik balansi alinmigtir. o Impellers are dynamically balanced.

e Motor aliiminyum malzemeden isiya dayanikli kendinden yaglamali yatak e The motors are manufactured by using the bed with felt resistive to heat and
kullanilarak imal edilmistir. self lubricated.

e Aspiratorlerimiz iizerindeki montaj aparati sayesinde cama, metal ve ahsap e As an option, a speed control device can be used to adjust the air flow.
levhaya kolayca monte edilir. e [nsulation : Class B

e (Qpsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir. o Protection : IP 44

e Yalitim : Class B

e Koruma Sinifi : IP 44 Application Areas : Suitable for use in housings and work places, for cooling

of various machinery and substations.
Kullanim Alanlari : Endistriyel ve evsel (domestik) alanlarda kullanilabilir.

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Gig AKim Devir Hava Debisi Ses Seviyesi Agirlik Ambalaj
Type loltage Frequency Power Current Speed Air Flow Sound Pressure Level Weight Packing
v Hz w A d/d md/h dB(A) Kg

Adet
BTA-160-4K-M 220 50 40 0,25 1400 390 44 1,50 8
BTA-200-4K-M 220 50 50 0,25 1400 650 48 1,60 8
BTA-250-4K-M 220 50 50 0,29 1400 900 49 1,80 8

Ses seviyesi 3m mesafeden 6lgliimiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A B C D E F

BTA-160-4K-M 161 223 16 148 48 95
BTA-200-4K-M 204 265 16 190 45 112
BTA-250-4K-M 250 306 16 239 48 112

Olgiimler mm cinsindendir. / Dimensions are in (mm)

Montaj Aparati
Mounting Devicg\H.

A i

@B
gA
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DUVAR TiPi

ASPIRATORLER
WALL TYPE
AXIAL FANS

e 650 m3/ h —1.400 m3h hava debisi araliginda calismaktadir. ® Has air flow between 650 m%h and 1.400 m3/h.

e Govde ve pervane metal DKP sacdan imal edilip paslanmaya kars elektrostatik e Casing and impeller are made from DKP sheet metal and protected from
toz boya ile korunmustur. corrosion by electrostatic powder coating.

e Pervanelerimizin dinamik balansi alinmigtir. o |mpellers are dynamically balanced.

e Motor alliminyum malzemeden isiya dayanikli kendinden yaglamali yatak e The motors are manufactured by using the bed with felt resistive to heat and
kullanilarak imal edilmistir. self lubricated.

e Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir. o Insulation : Class B

e Yalitim : Class B o Protection : IP 44

e Koruma Sinifi : IP 44 .

° o Application Areas : Can be used for Industrial or domestic purposes.

Kullanim Alanlari : Biirolarda, ev ve isyerlerinde kullanima uygundur.

TEKNIK TABLO / TECHNICAL PARAMETERS

Type loltage Frequency Power Current Speed Air Flow Sound Pressure Level Weight Packing
v Hz W A d/d m3/h dB(A) Kg
]

Adet
DTA-200-4K-M 220 50 50 0,25 1400 650 47 1,69 1
DTA-250-4K-M 220 50 50 0,29 1400 900 50 1,98 1
DTA-300-4K-M 220 50 60 0,36 1400 1100 51 2,30 1
DTA-350-4K-M 220 50 65 0,43 1400 1400 53 2,65 1

Ses seviyesi 3m mesafeden 6lglimiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ B8/ 0 | __E _____________F |
DTA-200-4K-M 205 250 195 55 115
DTA-250-4K-M 270 315 255 55 115
DTA-300-4K-M 315 365 300 55 115
DTA-350-4K-M 365 410 350 55 115

Olgtimler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021



AKSIYEL FANLAR
AXIAL FANS

765 m3/ h —3.700 m3/h hava debisi araliginda calismaktadir.

Govde DKP sacdan imal edilip korozyona karsi elektrostatik toz boya ile

korunmustur.

e Pervane galvaniz sacdan imal edilmis olup dinamik balansi alinmistir.

Fanlarimizda distan rotorlu motor kullanilmistir.

e Aspiratorlerimizin 6n ve arka bdliimlerinde muhafaza teli kullanilarak
olusabilecek tehlikeli durumlar engellenmistir.

e Qpsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.

Yalitim: Class B

e Koruma Sinifi : IP 44

Kullanim Alanlan : Biirolarda, ev ve isyerlerinde, cesitli makine ve trafo
sogutmalarinda kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

® Has air flow between 765 m3h and 3.700 m%h.

Casing and impeller are made of DKP sheet metal and protect against corrosion
with electrostatic powder paint.

Impeller made from galvanised sheet metal and dynamically balanced.

Our axial fans are equipped with motors with external rotors.

The possible danger is prevented by the protective wire mounted on the rear
and front side of our fans.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

Protection : IP 44

Application Areas : Suitable for use in housings and work place, for cooling of
various machinery and substations.

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim Kondansator Devir Hava Debisi Ses Seviyesi Agirlik Ambalaj
Type loltage Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level|  Weight Packing
v Hz w A ) dB(A) Kg

(UF/Volt d/d m3h Adet
DRAF-200-2K-M 220 50 80 0,35 2,5/400 2700 765 59 2,30 1
DRAF-250-2K-M 220 50 110 0,49 2,5/400 2650 1750 69 2,90 1
DRAF-300-2K-M 220 50 170 0,78 4/400 2450 2350 70 3,60 1
DRAF-350-2K-M 220 50 260 1,10 6/400 2400 3700 75 4,35 1

Ses seviyesi 3m mesafeden 6lcllmiisttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiZziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A/ 8 ! Cc | 0 | _E | _F | G [ _H | | |

DRAF-200-2K-M 265 200 185 80 75 5 5 84 30
DRAF-250-2K-M 325 258 235 90 85 5 5 94 30
DRAF-300-2K-M 400 310 285 95 88 7 5 99 35
DRAF-350-2K-M 440 360 335 100 93 7 5 104 40

Olgtimler mm cinsindendir. / Dimensions are in (mm)

oA
2B
oC
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YUVARLAK KASALI

SANAYi TiPi ASPIRATORLER
CIRCULAR PLATE
INDUSTRIAL FANS

2.250 m3/ h — 8.700 m3/h hava debisi araliginda calismaktadir.

Govde ve pervane DKP sacdan imal edilip paslanmaya karsi elektrostatik toz
boya ile korunmustur.

e Pervanenin dinamik balansi alinmistir.

500 — 550 — 600 mm aspiratérlerimiz sogutma fanhdir.

e Monofaze aspiratorlerin elektrik baglanti kutulari siyah, trifaze aspiratorlerin
gri renktedir.

Has air flow between 2.250 m%h and 8.700 m¥h.

Casing and impeller are made from DKP sheet metal and protected from
corrosion by electrostatic powder coating.

Impellers are dynamically balanced.

Size 50-55-60 aspirators are equipped with cooling fans.

Single phase motors are black painted, three phase motors are gray painted.
As an option, a speed control device can be used to adjust the air flow.

Insulation : Class B
Protection : IP 44

e Aspiratérlerimizin 6n ve arka bolimlerinde muhafaza teli kullanilarak
olusabilecek tehlikeli durumlar engellenmistir.

e Qpsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.

Yalitim : Class B

Koruma Sinifi : IP 44

Application Areas : Industrial fans are suitable for use in In the closed areas
where the continuous air circulation is required and In the environments with
smoke and polluted air, to be mounted on the wall, metal or wooden plate.

Kullanim Alanlan : Duvara, metal ve ahsap levhaya monte edilmek (izere
dumanli ve kirli havali tim ortamlarda, havanin siirekli degismesi gereken
kapali alanlarda kullanima uygundur.

TEKNIK TABLO / TECHNICAL PARAMETERS

Type loltage Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level | Weight | Packing
v Hz W A ) dB(A) Kg

(MF/NVolt d/d m3/h Adet
EEN @ o, ® @ e w20 % @
B @, W om0 i
MEOEN @, T 8 g e 0 10
MU m 00 g e  E0 0
i TR R T R
OO m B 00 g w0 0
SN @, B 08 g W
I I S TR R
RSN m @0 10 gy w50
T BT S RETTRNT - R R

Ses seviyesi 3m mesafeden él¢ulmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

(Tip/Type | A B [ CJ[]DJE [ F [ HJ[H 5
YSA-250-2K-M/T 310 260 248 - 103 103 - 205

YSA-250-4K-M/T 310 260 248 - 103 103 - 205

YSA-300-2K-M/T 365 315 300 - 105 90 - 205

YSA-300-4K-M/T 365 315 300 - 105 90 - 205 o o
YSA-350-4K-M/T 430 370 345 - 105 90 - 195

YSA-400-4K-M/T 490 415 408 - 122 95 - 215

YSA-450-4K-M/T 525 475 455 - 122 95 - 215

YSA-500-4K-M/T 580 525 495 145 130 - 278 -

YSA-550-4K-M/T 620 560 535 140 160 - 300 -

YSA-600-4K-M/T 690 630 . 600 140 170 - 315 - £ a

Olgtimler mm cinsindendir. / Dimensions are in (mm) S N
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KSA

KARE KASALI

SANAYI TiPi ASPIRATORLER
SQUARE PLATE

INDUSTRIAL FANS

2.250 m3/ h —8.700 m3/h hava debisi araliginda calismaktadir.

Govde ve pervane DKP sacdan imal edilip paslanmaya karsi elektrostatik toz
boya ile korunmustur.

Pervanenin dinamik balansi alinmistir.

500 — 550 — 600 mm aspiratérlerimiz sogutma fanhdir.

Monofaze aspiratérlerin elektrik baglanti kutulan siyah, trifaze aspiratorlerin
gri renktedir.

Aspiratorlerimizin 6n ve arka béllimlerinde muhafaza teli kullanilarak
olusabilecek tehlikeli durumlar engellenmistir.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

Kullanim Alanlan : Duvara, metal ve ahsap levhaya monte edilmek (izere
dumanli ve kirli havali tim ortamlarda, havanin siirekli degismesi gereken
kapali alanlarda kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has air flow between 2.250 m%h and 8.700 m¥h.

Casing and impeller are made from DKP sheet metal and protected from
corrosion by electrostatic powder coating.

Impellers are dynamically balanced.

Size 50-55-60 aspirators are equipped with cooling fans.

Single phase motors are black painted, three phase motors are gray painted.
As an option, a speed control device can be used to adjust the air flow.
Insulation : Class B

Protection : IP 44

Application Areas : Industrial fans are suitable for use in In the closed areas
where the continuous air circulation is required and In the environments with
smoke and polluted air, to be mounted on the wall, metal or wooden plate.

TEKNIK TABLO / TECHNICAL PARAMETERS

Type Voltage | Frequency | Power | Current | Capacitor Speed Air Flow |Sound Pressure Levell Weight | Packing | Square Plate Size
v Hz W A ) B(A) mm

Kg

(UF/Volt d/d m3/h d Adet
SERE W g W B a2 w2 2 o
SRy M 1% w0 U0 w0 2 e
CEHHm TN um  aw S 0 0
Sy 0 0 w0 2 w0 2
CEW w08 e w0 S % 0
S ® 0y w0 S w00 ;o
CHEdr m 02 g w S m 00 o
G w300 w0 B @ 5% oo
GEU w0 0w w0 ™ @ U2 oo
CHd @ 1E w0 B % 1T wm

Ses seviyesi 3m mesafeden él¢ulmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type AL B | C [ D | E | F [ H | H]

YSA-250-2K-M/T _ 350x350 260 248 - 103 103 - 205
YSA-250-4K-M/T__ 350x350 260 248 - 103 103 - 205
YSA-300-2K-M/T__ 400x400 315 300 - 105 90 - 205
YSA-300-4K-M/T__ 400x400 315 300 - 105 90 - 205
YSA-350-4K-M/T _ 450x450 370 345 - 105 90 - 195
YSA-400-4K-M/T _ 500x500 415 408 - 122 95 - 215
YSA-450-4K-M/T__ 550x550 475 455 - 122 95 - 215
YSA-500-4K-M/T__ 600x600 525 495 145 130 - 278 -

YSA-550-4K-M/T__ 650x650 560 535 140 160 - 300 -

YSA-600-4K-M/T  720x720 630 600 140 170 - 315 -

Olgiimler mm cinsindendir. / Dimensions are in (mm)

@8 @C —jt-
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7 KANATLI HARICi MOTORLU
SANAYiI TiPi AKSIYEL ASPIRATORLER
7 BLADES INDUSTRIAL TYPE

AXIAL FANS

7KA-800-4K-M/T ‘lerde 6n tel yoktur.
7KA-800-4K-M/T has not equipped with front guard.

e 2.500 m3/ h —18.000 m3/h hava debisi araliginda calismaktadir. ® Has air flow between 2.500 m% h and 18.000 m%h.

o Aksiyel pervaneli olup, gévde ve pervane DKP sacdan imal edilmistir. e [t is with axial impeller and casing and impeller are made from DKP sheet
e Govde ve pervane paslanmaya karsi seliilozik boya ile korunmustur. metal,

e Pervanelerimizin dinamik balansi alinmigtir. e (Casing and impeller are protected from corrosion by cellulose paint.

° In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT

kullaniimaktadir.
Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.

Aspiratorlerimizde GAMAK, VOLT veya WATT markal direkt akuple motorlar e

are used.

e As an option, a speed control device can be used to adjust the air flow and

Yalitim : Class B pressure.

e Koruma Sinifi : IP 44 o [nsulation : Class B
o Protection : IP 44

Kullanim Alanlan : Duvara, metal ve ahsap levhaya monte edilmek tizere

dumanli ve kirli havali tim ortamlarda, havanin siirekli degismesi gereken

kapal alanlarda kullanima uygundur.

Application Areas : Can be used in the areas of smoky and dirty air and also
in the covered places where the air should be always renewed.

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Devir Hava Debisi
v Hz Kw d/d

m3/h
7KA-300-4K-M 7KA-300-4K-T 220/ 380 50 0,25 1350 2500
7KA-350-4K-M 7KA-350-4K-T 220/ 380 50 0,25 1350 3000
7KA-400-4K-M 7KA-400-4K-T 220/ 380 50 0,25 1350 3500
7KA-450-4K-M 7KA-450-4K-T 220/ 380 50 0,37 1380 4000
7KA-500-4K-M 7KA-500-4K-T 220/ 380 50 0,37 1380 6000
7KA-600-4K-M 7KA-600-4K-T 220/ 380 50 0,75 1410 9500
7KA-700-4K-M 7KA-700-4K-T 220/ 380 50 1,5 1430 12000
7KA-800-4K-M 7KA-800-4K-T 220/ 380 50 3 1435 18000
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type .0 ! dJ4 ! 0 | b |
7KA-300-4K-M 7KA-300-4K-T 270 14 300 100
7KA-350-4K-M 7KA-350-4K-T 320 14 350 120
7KA-400-4K-M 7KA-400-4K-T 370 14 400 120
7KA-450-4K-M 7KA-450-4K-T 420 14 450 130
7KA-500-4K-M 7KA-500-4K-T 470 14 500 140
7KA-600-4K-M 7KA-600-4K-T 570 19 600 150
7KA-700-4K-M 7KA-700-4K-T 670 24 700 170
7KA-800-4K-M 7KA-800-4K-T 770 28 800 220
Olgimler mm cinsindendir. / Dimensions are in (mm)
d_
by D, D
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4 KANATLI HARICi MOTORLU
SANAYiI TiPi AKSIYEL ASPIRATORLER
4 BLADES INDUSTRIAL TYPE

AXIAL FANS

3.500 m3/ h — 40.000 m3/h hava debisi araliginda ¢alismaktadir.

Aksiyel pervaneli olup, gbvde ve pervane DKP sacdan imal edilmistir.

Govde ve pervane paslanmaya karsi selilozik boya ile korunmustur.
Pervanelerimizin dinamik balansi alinmistir.

Aspiratorlerimizde GAMAK, VOLT veya WATT markal direkt akuple motorlar
kullaniimaktadir.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

e Koruma Sinifi : IP 44

Kullamim Alanlan : Duvara, metal veya ahsap levhaya monte edilmek iizere
dumanli ve kirli havali tim ortamlarda, havanin siirekli degismesi gereken
kapali alanlarda kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

4KA-800-4K-T / 4KA-900-4K-T / 4KA-1000-4K-T ‘lerde 6n tel yoktur.
4KA-800-4K-T / 4KA-900-4K-T / 4KA-1000-4K-T has not equipped with front guard.

Has air flow between 3.500 m% h and 40.000 m%h.

It is with axial impeller and made from DKP sheet metal.

Casing and impeller are protected from corrosion by cellulose paint.

In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT
are used.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

Protection : IP 44

Application Areas : Can be used in the areas of smoky and dirty air and also
in the covered places where the air should be always renewed.

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Devir Hava Debisi
Type Voltage Frequency Power Speed Air Flow
v Hz Kw d/d m3/h

4KA-300-4K-M 4KA-300-4K-T 220/380 50 0,37 1400 3500
4KA-350-4K-M 4KA-350-4K-T 220/ 380 50 0,37 1400 4000
4KA-400-4K-M 4KA-400-4K-T 220/ 380 50 0,37 1400 5000
4KA-450-4K-M 4KA-450-4K-T 220/380 50 0,37 1400 6000
4KA-500-4K-M 4KA-500-4K-T 220/380 50 0,75 1400 8000
4KA-550-4K-M 4KA-550-4K-T 220/380 50 0,75 1400 10000
4KA-600-4K-M 4KA-600-4K-T 220/ 380 50 11 1400 12000
4KA-650-4K-M 4KA-650-4K-T 220/ 380 50 1,5 1400 14000
4KA-700-4K-M 4KA-700-4K-T 220/380 50 2,2 1400 16000

4KA-800-4K-T 380 50 4 1400 25000

4KA-900-4K-T 380 50 5,5 1400 35000

4KA-1000-4K-T 380 50 5,5 1400 40000
TEKNIK GiziM VE GLCULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type | d [ D | D1 | bl |
=

4KA-300-4K-M 4KA-300-4K-T 14 300 330 100
4KA-350-4K-M 4KA-350-4K-T 14 350 380 120 R ‘b
4KA-400-4K-M 4KA-400-4K-T 14 400 430 120 A
4KA-450-4K-M 4KA-450-4K-T 14 450 480 130 i
4KA-500-4K-M 4KA-500-4K-T 19 500 530 140
4KA-550-4K-M 4KA-550-4K-T 19 550 580 150 b o
4KA-600-4K-M 4KA-600-4K-T 24 600 630 150 *7:
4KA-650-4K-M 4KA-650-4K-T 24 650 680 150
4KA-700-4K-M 4KA-700-4K-T 28 700 730 170 5

4KA-800-4K-T 28 800 830 220 e

4KA-900-4K-T 38 900 930 250

4KA-1000-4K-T 38 1000 1030 250

Olgtimler mm cinsindendir. / Dimensions are in (mm) o
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KOVANLI HARICi MOTORLU
SANAYi TiPi ASPIRATORLER
TUBE FANS

3.500 m3/h — 50.000 m3/h hava debisi araliginda ¢alismaktadir.

Govde ve pervane DKP sacdan imal edilmis olup korozyona karsi elektrostatik
toz boya ile korunmustur.

Pervanenin dinamik balansi alinmistir.

GAMAK, VOLT veya WATT Marka direkt akuple harici motor kullaniimistir.
Istege bagh olarak yiiksek sicakliklarda calismak (izere lretim yapilabilir.
Yalitim : Class B

Koruma Sinifi . IP 44

Kullamm Alanlan :
uygundur.

Her tirli genis alan havalandirmasinda kullanima

® Has airflow between 3.500 m%h — 50.000 m3/h.
e (Casing and impeller are made of DKP sheet metal and protected against

corrossion by electrostatic powder paint.

o Impeller is dynamically balanced.
o Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.
e (Can be manufactured for using in the places that has high temperature

according to request.

e [nsulation : Class B
o Protection : IP 44

Application Areas : Suitable for use in all kind of wide place ventilation
applications.

TEKNIK TABLO / TECHNICAL PARAMETERS

— ‘ g i o
Type Voltage Frequency Horse Power Power Speed Air Flow
o Hz Hp Kw

d/d m¥h
KMP-300-4K-M KMP-300-4K-T 220/380 50 0,50 0,37 1380 3500
KMP-350-4K-M KMP-350-4K-T 220/380 50 0,50 0,37 1380 4000
KMP-400-4K-M KMP-400-4K-T 220/380 50 0,50 0,37 1380 5000
KMP-400-4K-M KMP-450-4K-T 220/380 50 0,50 0,37 1380 6000
KMP-500-4K-M KMP-500-4K-T 220/380 50 1,00 0,75 1410 8000
KMP-560-4K-M KMP-560-4K-T 220/380 50 1,00 0,75 1410 10000
KMP-630-4K-M KMP-630-4K-T 220/380 50 2,00 1,50 1430 14000
KMP-710-4K-M KMP-710-4K-T 220/380 50 3,00 2,20 1435 16000
KMP-800-4K-T 380 50 5,50 4,00 1455 25000
KMP-900-4K-T 380 50 7,50 5,50 1465 35000
KMP-1000-6K-T 380 50 7,50 5,50 960 40000
KMP-1100-6K-T 380 50 7,50 5,50 960 45000
KMP-1200-6K-T 380 50 10,00 7,50 960 50000

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type I T

oD

KMP-300-4K-M/T 300 370 300
KMP-350-4K-M/T 350 420 325
KMP-400-4K-M/T 400 470 350
KMP-450-4K-M/T 450 520 400
KMP-500-4K-M/T 500 570 400
KMP-560-4K-M/T 560 630 450
KMP-630-4K-M/T 630 700 475
KMP-710-4K-M/T 710 780 525
KMP-800-4K-T 800 870 550
KMP-900-4K-T 900 970 600
KMP-1000-4K-T 1000 1100 600
KMP-1100-4K-T 1100 1200 700
KMP-1200-4K-T 1200 1300 750

f)lg[]mler mm cinsindendir. / Dimensions are in (mm)
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KAP

KOVANLI HARICi MOTORLU ALUMINYUM
PERVANELi SANAYI TiPi ASPIRATORLER
TUBE FANS ALUMINUM IMPELLER

2.900 m3/h — 82.000 m3/h hava debisi araliginda calismaktadir.

Govde DKP sacdan imal edilmis olup korozyona karsi elektrostatik toz boya
ile korunmustur.

Pervane aliiminyumdan retilmis olup dinamik balansi alinmistir.

Pervanenin kanat agilarini ayarlayarak debi ve basing degerlerinde degisim
yapabilme imkani vardir.

GAMAK, VOLT veya WATT Marka direkt akuple harici motor kullaniimigtir.
Istege bagh olarak yiiksek sicakliklarda calismak tizere retim yapilabilir.
Yalrtim : Class B

Koruma Sinifi . IP 44

Kullamm Alanlan
uygundur.

: Her tiirlii genis alan havalandirmasinda kullanima

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has airflow between 2.900 m3h — 82.000 m3/h.

Casing is made of DKP sheet metal and protected against corrossion by
electrostatic powder paint.

Impeller is made from aluminum and dynamically balanced.

Air volume and air pressure technical values can be changed according to
reguest by setting the wings angles.

Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.

Can be manufactured for using in the places that has high temperature
according to request.

Insulation : Class B

Protection : IP 44

Application Areas : Suitable for use in all kind of wide place ventilation
applications.

TEKNIK TABLO / TECHNICAL PARAMETERS

Tip Voltaj Frekans Beygir Giicii Gl Devir Hava Debisi
Type Voltage Frequency Horse Power Power Speed Air Flow
i Hz Hp Kw d/d

f)lg[]mler mm cinsindendir. / Dimensions are in (mm)

mh
KAP-300-4K-M____KAP-300-4K-T 220/380 50 0,50 0,37 1380 2900
KAP-350-4K-M ___KAP-350-4K-T 220/380 50 0,50 0,37 1380 5300
KAP-400-4K-M ___ KAP-400-4K-T 220/380 50 0,75 0,55 1380 5880
KAP-450-4K-M ___ KAP-450-4K-T 220/380 50 0,75 0,55 1380 7800
KAP-500-4K-M ___ KAP-500-4K-T 220/380 50 1,00 0,75 1410 9110
KAP-560-4K-M ___ KAP-560-4K-T 220/380 50 1,50 1,10 1410 12350
KAP-630-4K-M ___KAP-630-4K-T 220/380 50 2,00 1,50 1430 12900
KAP-710-2K-T 380 50 4,00 3,00 1435 28000
KAP-800-2K-T 380 50 7,50 5,50 1455 36500
KAP-900-4K-T 380 50 10,00 7,50 1465 42000
KAP-1000-6K-T 380 50 15,00 11,00 960 57000
KAP-1100-6K-T 380 50 20,00 15,00 960 77000
KAP-1200-6K-T 380 50 25,00 18,50 960 82000
TEKNIK GiZiM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type .0 | D[ L |
KAP-300-4K-M/T 300 370 300
KAP-350-4K-M/T 350 420 325
KAP-400-4K-M/T 400 470 350
KAP-450-4K-M/T 450 520 400
KAP-500-4K-M/T 500 570 400 a
KAP-560-4K-M/T 560 630 450 S}
KAP-630-4K-M/T 630 700 475
KAP-710-4K-T 710 780 525
KAP-800-4K-T 800 870 550
KAP-900-4K-T 900 970 600
KAP-1000-4K-T 1000 1100 600
KAP-1100-4K-T 1100 1200 700 - -
@D1 L
KAP-1200-4K-T 1200 1300 750

www.ayas.com.tr
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KOVANLI HARICI MOTORLU PLASTIK
PERVANELi SANAYI TiPi ASPIRATORLER
TUBE FANS PLASTIC IMPELLER

2.900 m3/h — 82.000 m3/h hava debisi araliginda calismaktadir.

Govde DKP sacdan imal edilmis olup korozyona karsi elektrostatik toz boya
ile korunmustur.

Pervane PVC plastik malzemeden dretilmis olup dinamik balansi alinmistir.
Pervanenin kanat agilarini ayarlayarak debi ve basing degerlerinde degisim
yapabilme imkani vardir.

GAMAK, VOLT veya WATT Marka direkt akuple harici motor kullaniimigtir.
Istege bagh olarak yiiksek sicakliklarda calismak tizere retim yapilabilir.
Yalrtim : Class B

Koruma Sinifi . IP 44

Kullamm Alanlan
uygundur.

: Her tiirlii genis alan havalandirmasinda kullanima

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has airflow between 2.900 m3h — 82.000 m3/h.

Casing is made of DKP sheet metal and protected against corrossion by
electrostatic powder paint.

Impeller is made from PVC Plastic material and dynamically balanced.

Air volume and air pressure technical values can be changed according to
reguest by setting the wings angles.

Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.

Can be manufactured for using in the places that has high temperature
according to request.

Insulation : Class B

Protection : IP 44

Application Areas : Suitable for use in all kind of wide place ventilation
applications.

TEKNIK TABLO / TECHNICAL PARAMETERS

Type Voltage Frequency Horse Power Power Speed Air Flow
V Hz Hp Kw d/d

m3/h
KPP-300-4K-M____ KPP-300-4K-T 220/ 380 50 0,50 0,37 1390 2900
KPP-350-4K-M____ KPP-350-4K-T 220/380 50 0,50 0,37 1390 5300
KPP-400-4K-M ___ KPP-400-4K-T 220 /380 50 0,75 0,55 1365 5880
KPP-450-4K-M____ KPP-450-4K-T 220/ 380 50 0,75 0,55 1365 7800
KPP-500-4K-M____ KPP-500-4K-T 220/ 380 50 1,00 0,75 1410 9110
KPP-560-4K-M____ KPP-560-4K-T 220/ 380 50 1,50 1,10 1420 12350
KPP-630-4K-M____ KPP-630-4K-T 220/ 380 50 2,00 1,50 1430 12900
KPP-710-4K-M ___ KPP-710-4K-T 220/ 380 50 4,00 3,00 1435 28000
KPP-800-4K-T 380 50 7,50 5,50 1465 36500
KPP-000-4K-T 380 50 10,00 7,50 1465 42000
KPP-1000-4K-T 380 50 15,00 11,00 1465 57000
KPP-1100-4K-T 380 50 20,00 15,00 1465 77000
KPP-1200-4K-T 380 50 25,00 18,50 1470 82000
TEKNIK GiziM VE OLCULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type | b [ Dt [ L |
KPP-300-4K-T 300 370 300 o
KPP-350-4K-T 350 420 325
KPP-400-4K-T 400 470 350
KPP-450-4K-T 450 520 400
KPP-500-4K-T 500 570 400
KPP-560-4K-T 560 630 450 8
KPP-630-4K-T 630 700 475
KPP-710-4K-T 710 780 525
KPP-800-4K-T 800 870 550
KPP-900-4K-T 900 970 600
KPP-1000-4K-T 1000 1100 600
KPP-1100-4K-T 1100 1200 700 - -
KPP-1200-4K-T 1200 1300 750 @D1 L

f)lg[]mler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021



AKSIYEL FANLAR / AXIAL FANS
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SAC GOVDELI
RADYAL FANLAR
SHEET METAL CASING
CENTRIFUGAL FANS

e 450 m3/ h —1.150 m%h hava debisi araliginda calismaktadir.

e Govde DKP sacdan imal edilip elektrostatik toz boya ile korunmustur.

Pervane sik kanatlidir, galvaniz sacdan imal edilmis ve dinamik balansi
alinmistr.

Fanlarimizda distan rotorlu motor kullanilmistir.

Fanlanmizin emis agizlarinda muhafaza teli kullanilarak disarndan gelecek
yabanci cisimlerin fana zarar vermesi engellenmistir.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

e Koruma Sinifi : IP 44

Kullanim Alanlan : Cesitli makinelerde, havalandirmalarda ve kalorifer
kazanlarinda kullanilabilir.

® Has air flow between 450 m%h and 1.150 m¥h.
e (Casing is made from DKP sheet metal and protected from corrosion by

electrostatic powder coating.

o Impeller is forward curved and made from galvanised sheet metal.
o Fquipped with external rotor motor.
e Qur fans are protected against external objects by installing metal wire to the

inlet flange.

e As an option, a speed control device can be used to adjust the air flow and

pressure.

o Insulation : Class B
e Protection : IP 44

Application Areas : Can be used in various machines, ventilation systems

and heating boilers.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

] Tip Voltaj Frekans Giig AKkim Kondansator Devir Hava Debisi Ses Seviyesi Agirlik Ambalaj
Type Voltage | Frequency | Power Current Capacitor Speed Air Flow Sound Pressure Level Weight Packing
\ Hz w A F/Volt) d/d m3/h dB(A) Kg t

(HF/Volt Ade
SGF-120E-2K-M 220 50 100 0,43 2,5/400 2450 450 62 2,28 1
SGF-140E-2K-M 220 50 140 0,43 2,5/400 2400 650 65 2,65 1
SGF-140ER-2K-M 220 50 180 0,63 2,5/400 2620 800 68 2,86 1
SGF-160E-2K-M 220 50 180 0,63 4/400 2620 950 69 3,45 1
SGF-160ER-2K-M 220 50 180 0,80 4/400 2485 1150 71 3,50 1

Ses seviyesi 3m mesafeden 6lculmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiZiM VE OLCULER / TECHNICAL DRAWINGS AND DIMENSIONS

(Tip/Tyoe | A | B | C | D | E | F | G | H | | | K | L | M| N[ 0 | P |

SGF-120E-2K-M 128 105 120 100 75 85
SGF-140E-2K-M 135 112 142 112 95 85
SGF-140ER-2K-M 135 112 142 112 95 85
SGF-160E-2K-M 135 112 142 112 95 85
SGF-160ER-2K-M 135 112 142 112 95 85

55 100 188 96 207 83 132 22

65 92 233 115 255 95 155 32

233 115 255 95 155 32

65 92 262 129 280 105 172 38

65 92 262 129 280 105 172 38
Olgiimler mm cinsindendir. / Dimensions are in (mm)
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ALUMINYUM GOVDELI
RADYAL FANLAR
ALUMINUM CASING
CENTRIFUGAL FANS

395 m3/h — 850 m3/h hava debisi araliginda ¢alismaktadir.

Govde aliiminyum enjeksiyon malzemeden imal edilmistir.

Pervane sik kanatlidir, galvaniz sacdan imal edilmis ve dinamik balansi
alinmistr.

Fanlarimizda distan rotorlu motor kullanilmistir.

Fanlanimizin emis agizlarinda Tiirkiye'de ilk kez uygulanmis olan enjeksiyon
baskida yekpare olarak imal edilmis kullanim esnasinda kopma kiriima gibi
durumlari ortadan kaldiran muhafaza teli mevcuttur.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

Kullanim Alanlan : Cesitli makinelerde, havalandirmalarda ve kalorifer
kazanlarinda kullanilabilir.

® Has air flow between 395 m%h and 850 m¥h.

Casing is made from aluminum injection material. quipped with external rotor
motor. Equipped with external rotor motor.

Impeller is forward curved and made from galvanized sheet metal.

Our fans are protected against external objects by wire to the inlet flange.

e As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

Protection : IP 44

Application Areas : Fans are suitable for use in boiler houses, various
machines and ventilation.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim Kondansator Devir Hava Debisi Ses Seviyesi Adirlik | Ambalaj
Type loltage Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level |  Weight | Packing
v Hz w A d/d dB(A) Kg

(WF/Volt) m/h Adet
AGF-120E-2K-M 220 50 90 0,40 2,5/400 2450 395 60 2,45 1
AGF-140E-2K-M 220 50 130 0,53 2,5/400 2410 550 67 2,57 1
AGF-140ER-2K-M 220 50 165 0,60 2,5/400 2390 660 69 2,98 1
AGF-160E-2K-M 220 50 173 0,80 4/400 2320 730 72 3,63 1
AGF-160ER-2K-M 220 50 185 0,85 4/400 2285 850 74 3,82 1

Ses seviyesi 3m mesafeden 6lgllmiisttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A8 1 Cc | D | E | F | G [ H | | | K | L [ M [ _N_[ P ]

AGF-120E-2K-M 116 100 97 68 55 79 7 55 85 173 90 205 90 20
AGF-140E-2K-M 120 100 110 90 77 80 7 65 85 190 85 230 95 20
AGF-140ER-2K-M 120 100 110 90 77 80 7 65 85 190 85 230 95 20
AGF-160E-2K-M 130 115 123 105 90 94 7 65 100 230 100 170 115 14
AGF-160ER-2K-M 130 115 123 105 90 94 7 65 100 230 100 170 115 14
()Ig[]mler mm cinsindendir. / Dimensions are in (mm)
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OBRA-140

TEK EMISLI
L]
RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS
e 600 m3/h —1.500 m3h hava debisi araliginda calismaktadir. ® Has air flow between 600 m%h and 1.500 m¥/h.
e Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile e Casing is made from DKP sheet metal and protected from corrosion by
korunmustur. electrostatic powder coating.
e Pervane metal galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir. o Impellers are forward curved and made from galvanized sheet metal.
e Fanlanmizin emis agizlarinda muhafaza teli kullanilarak disaridan gelecek e Our fans are protected against external objects by installing metal wire to the
yabanci cisimlerin fana zarar vermesi engellenmistir. inlet flange.
e Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir. e As an option, a speed control device can be used to adjust the air flow and
e Yalitim : Class B pressure.
e Koruma Sinifi : IP 44 ® [nsulation : Class B
° o Protection : IP 44

Kullanim Alanlari : Tavuk ciftlikleri, kalorifer kazanlari ve her tirlii genis alan
havalandirmalarinda kullanilabilir. Application Areas : Can be used for ventilation in poultry farms, heating
boilers and every wide range environments.

TEKNiK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim Kondansator Devir Hava Debisi Ses Seviyesi Agirhik | Ambalaj
] Type loltage Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level | Weight | Packing
v Hz w A ) m?/| dB(A) Kg

(WF/Volt d/d 3/h Adet
OBRA-140-2K-M 220 50 370 2,60 5/400 2800 1350 50 8,00 2
0BRA-140-4K-M 220 50 300 2,00 4/400 1400 600 43 7,90 2
OBRA-140-2K-T 380 50 370 3,00 - 2800 1500 52 795 2
OBRA-140-4K-T 380 50 250 1,20 - 1400 650 45 7,85 2

Ses seviyesi 3m mesafeden 6lclimsttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

0BRA-140-2K-M 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
0BRA-140-4K-M 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
0BRA-140-2K-T 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
0BRA-140-4K-T 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
Olgtimler mm cinsindendir. / Dimensions are in (mm)
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SAG YON / RIGHT OUTLET SOL YON / LEFT OUTLET

OBRA-200

TEK EMISLI

RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS
e 950 m3/h —2.150 m3/h hava debisi araliginda calismaktadir. ® Has air flow between 950 m%h and 2.150 m3/h.
e Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile e Casing is made from DKP sheet metal and protected from corrosion by
korunmustur. electrostatic powder coating.
e Pervane metal galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir. o Impellers are forward curved and made from galvanized sheet metal.
e Fanlanmizin emis agizlarinda muhafaza teli kullanilarak disaridan gelecek e Our fans are protected against external objects by installing metal wire to the
yabanci cisimlerin fana zarar vermesi engellenmistir. inlet flange.
e Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir. e As an option, a speed control device can be used to adjust the air flow and
e Yalitim : Class B pressure.
e Koruma Sinifi : IP 44 ® [nsulation : Class B

o Protection : IP 44
Kullanim Alanlari : Tavuk ciftlikleri, kalorifer kazanlari ve her tirlii genis alan
havalandirmalarinda kullanilabilir. Application Areas : Can be used for ventilation in poultry farms, heating
boilers and every wide range environments.

TEKNiK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Gig Akim Kondansator Devir Hava Debisi Ses Seviyesi Adirlik Ambalaj
Type Voltage | Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level Weight Packing
v Hz w A ) m3/h dB(A) Kg

(HF/Volt d/d 3 Adet
0BRA-200-2K-M 220 50 370 2,60 5/400 2800 1850 53 9,15 2
0BRA-200-4K-M 220 50 300 2,00 4/400 1400 950 45 9,00 2
0BRA-200-2K-T 380 50 370 3,00 - 2800 2150 53 9,10 2
0BRA-200-4K-T 380 50 250 1,20 - 1400 1050 46 8,90 2

Ses seviyesi 3m mesafeden 6lclimsttir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

0BRA-200-2K-M 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
0BRA-200-4K-M 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
0BRA-200-2K-T 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
0BRA-200-4K-T 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
Olgtimler mm cinsindendir. / Dimensions are in (mm)
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OBRA-260

TEK EMISLI
RADYAL FANLAR
SINGLE INLET
CENTRIFUGAL FANS

1.300 m3/ h — 2.650 m3/h hava debisi araliginda calismaktadir.

Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile

korunmustur.

* Pervane metal galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir.

e Fanlanimizin emis agizlarinda muhafaza teli kullanilarak disaridan gelecek
yabanci cisimlerin fana zarar vermesi engellenmistir.

e Fanlarimizin OBRA-260-2K-M ve 0BRA-260-2K-T modellerinde GAMAK, VOLT
veya WATT vb. harici elektrik motorlari kullaniimistir.

e Qpsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.

e Yalitim : Class B

e Koruma Sinifi : IP 44

Kullanim Alanlari : Tavuk ciftlikleri, kalorifer kazanlari ve her tiirli genis alan
havalandirmalarinda kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

SAG YON / RIGHT OUTLET

SOL YON / LEFT QUTLET

Has air flow between 1.300 m%h and 2.650 m%h

Casing is made from DKP sheet metal and protected from corrosion by
electrostatic powder coating.

Impellers are forward curved and made from galvanized sheet metal.

Our fans are protected against external objects by installing metal wire to the
inlet flange.

0BRA-260-2K-M and OBRA-260-2K-T models of Obra 260 fans are equipped
with (Gamak, Volt, Watt etc.) motors.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

Protection : IP 44

Application Areas : Can be used for ventilation in poultry farms, heating
boilers and every wide range environments.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage | Frequency Power Current Capacitor Speed Air Flow | Sound Pressure Level
v Hz w A m3/h dB(A)

Adirlik Ambalaj
Weight Packing
Kg

(HF/Volt) d/d Adet
OBRA-260-4K-M 220 50 350 1,20 7/400 1400 1300 50 10,25 1
OBRA-260-4K-T 380 50 220 1,40 - 1400 1350 46 10,15 1
0BRA-260-2K-M 220 50 750 5,20 30/500 2800 2500 53 13,95 1
0BRA-260-2K-T 380 50 750 2,50 - 2800 2650 55 12,60 1

Ses seviyesi 3m mesafeden 6lculmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiZiM VE OLCULER / TECHNICAL DRAWINGS AND DIMENSIONS

(Tip/Tyoe | A | B | C | D | FE | F | G | H | | | K | L | M | N[0 [ P [ R

0BRA-260-4K-M 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
0BRA-260-4K-T 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
0BRA-260-2K-M 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
0BRA-260-2K-T 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
Olgtimler mm cinsindendir. / Dimensions are in (mm)
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TEK EMiSLi SEYREK ALM.
DOKOM KANATLI RADYAL FANLAR
SINGLE INLET CENTRIFUGAL FANS
WITH ALUMINUM IMPELLER

800 m3/ h —2.050 m3/h hava debisi araliginda calismaktadir.

Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile
korunmustur.

Pervane aliiminyum dokiim malzemeden seyrek kanatli olarak imal edilmistir.
Dinamik balansi alinmistir.

Fanlanmiz seyrek kanatl olarak imal edilmistir. Malzeme naklinde, yagl,
yapiskanli hava olan ortamlarda kullanima uygundur.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma sinifi : IP 44

Kullanim Alanlan : Tavuk ciftlikleri, kalorifer kazanlari ve her tiirli genis alan
havalandirmalarinda ve malzeme naklinde kullanilabilir.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Has air flow between 800 m%h and 2.050 m¥%h

Casing is made from DKP sheet metal and protected from corrosion by
electrostatic powder coating.

Impeller is made from aluminum die-cast material.

Our fans produced as backward curved impeller

Our fans are suitable for using for sawdust transplant and in dirty areas.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

e Protection : IP 44

Application Areas : Can be used for ventilation in poultry farms, heating
boilers and every wide range environments.

TEKNiK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giig Akim
Type Voltage Frequency Power Current
v Hz w A

Kondansator Devir Hava Debisi Agirlik Ambalaj
Capacitor Speed Air Flow Weight Packing
) d/d m3/h Kg

(UF/Volt Adet
0BRS-140-2K-M 220 50 195 0,84 6/400 2800 800 8,20 2
0BRS-140-2K-T 380 50 170 0,79 - 2800 920 8,10 2
0BRS-200-2K-M 220 50 260 1,12 9/400 2800 1050 9,40 2
0BRS-200-2K-T 380 50 240 1,00 - 2800 1220 9,20 2
0BRS-260-2K-M 220 50 620 2,87 10/400 2800 1800 10,55 1
0BRS-260-2K-T 380 50 600 2,55 - 2800 2050 10,35 1

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

0BRS-140-2K-M 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
O0BRS-140-2K-T 178 180 233 126 175 117 20 275 120 315 161 140 140 161 113 113
0BRS-200-2K-M 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
0BRS-200-2K-T 175 180 290 145 205 105 30 325 120 345 165 141 126 148 120 100
0BRS-260-2K-M 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
0BRS-260-2K-T 212 208 340 180 202 117 40 367 120 362 205 90 90 165 148 110
Olgiimler mm cinsindendir. / Dimensions are in (mm)
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CES-OCES

CIiFT EMiSLi
RADYAL FANLAR
DOUBLE INLET
CENTRIFUGAL FANS

e 1.350 m3h - 1.950 m%h hava debisinde calismaktadir.

e Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile
korunmustur.

Pervane galvaniz sacdan imal edilmis ve dinamik balansi alinmistir.
Fanlarimiz gift taraftan emis yapip tek taraftan tifleme yapma dzelligine sahiptir.
Govdesi izerindeki goklu delikler sayesinde ayaklarinin yer degistirmesi
suretiyle li¢ pozisyonda kullanim imkani saglar.

Opsiyonel olarak hiz kontrol cihazi ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

e Koruma Sinifi : IP 44

Kullanim Alanlari : Vakum makineleri, kurutma makinelar, dogalgazi
genis alan siticilarinda, hiicrelerde ve her tirlii kanal ile havalandirmalarda
kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

® Has air flow of 1.350 m%h - 1.950 m%h.
o Impeller is forward curved and made from galvanized sheet metal.
e (asing is made from DKP sheet metal and protected from corrosion by

electrostatic powder coating.

e (Qur fans can be used at three positions by means of changing the location of

the feets through the multiple drills on casing.

® Has the property of suction from both sides and blowing from single side.
e As an option, a speed control device can be used to adjust the air flow and

pressure.

e Insulation : class B

Protection : IP 44

Application Areas : Can be used in vacuum machines, drying machines,
heaters working with natural gas and available for the ventilation with any
types of ducts.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage Frequency Power Current
v Hz W A

Capacitor Speed Air Flow | Sound Pressure Level| Weight | Packing
) m3/| dB(A) Kg

(HF/Volt d/d 3/h Adet
CES-185-4K-M 220 50 300 2,00 7/400 1400 1350 44 9,00 2
0GES-215-4K-M 220 50 400 2,20 9/400 1400 1950 46 9,80 2

Ses seviyesi 3m mesafeden 6lgilmiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tip / Type A8 | C | D0 | E_| F | 6 | H | | | _K_ | L | M|

CES-185-4K-M 290 222 405 210 250 150 128 335 230 250 104 205
0GES-215-4K-M 340 222 400 210 250 192 90 340 180 264 135 307
Olgiimler mm cinsindendir. / Dimensions are in (mm)
GES
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

HARICi MOTORLU ALUMINYUM GOVDELI
YUKSEK BASINGLI KGRUK FANLAR
HIGH PRESSURE ALUMINUM CASING
RADIAL FANS

toz boya ile korunmustur.

Kullanim Alanlan :
beklerinin yakmada kullanima uygundur.

1.250 m3/h — 4.000 m3/h araliginda calismaktadir.
Govde alliminyum malzemeden Uretilmistir ve korozyona karsi elektrostatik

Pervane galvaniz sacdan imal edilmistir ve dinamik balansi alinmistir.
GAMAK, VOLT veya WATTmarka direk akuple motor kullaniimistir.
Yalitim : Class B

Koruma Sinifi : IP 44

Balon sisirme, mermer makinelerinde, gaz ve mazot

Has airflow between 1.250 m3/h — 4.000 m%h.

Casing is made from alumium and protected against corrossion by electrostatic

powder paint.
Impeller is made from galvanised sheet metal and dynamically balanced.
Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.

Insulation : Class B
Protection : IP 44

Application Areas : Suitable for use on high pressure air needed applications.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage Frequency Horse Power Power Speed Air Flow Pressure Sound Pressure Level
v Hz Hp Kw d/d md/h Pa dB(A)

AYF-1-2K-T 380 50 0,50 0,37 2850 1250 2000 1.320,00
AYF-2-2K-T 380 50 1,00 0,75 2860 2100 2400 1.650,00
AYF-3-2K-T 380 50 2,00 1,50 2900 3050 3000 2.090,00
AYF-4-2K-T 380 50 3,00 2,20 2900 3550 3500 2.750,00
AYF-5-2K-T 380 50 4,00 3,00 2900 4000 3500 3.080,00

Ses seviyesi 3m mesafeden 6lglimiistiir. / Sound level has measured at a distance of 3 meters.

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

(o /%0 | A | 8B [ ¢ | D0 | d |
AYF-1-2K-T 335 335 355 94 66
AYF-2-2K-T 440 365 365 124 82
AYF-3-2K-T 465 420 510 149 95
AYF-4-2K-T 575 455 615 154 120
AYF-5-2K-T 575 455 615 154 120

@D

Olgtimler mm cinsindendir. / Dimensions are in (mm)
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ABS

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

ALGAK BASINGLI
RADYAL FANLAR
LOW PRESSURE
CENTRIFUGAL FANS

1.500 m?/h —12.000 m3/h hava debisinde ¢alismaktadr.

Govde ve pervane DKP sacdan imal edilmis olup, paslanmaya karsi seliilozik
boya ile korunmustur.

Fanlarimizda GAMAK, VOLT, veya WATT markall direkt akuple motorlar
kullaniimaktadir.

Pervanelerimizin dinamik balansi alinmistir.

Fanlarimizin pervaneleri istege bagli olarak kullanim yerine gore seyrek ve sik
kanatli olarak imal edilebilmektedir.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP44

Kullanim Alanlan : Sk kanat pervaneli fanimiz tozsuz, temiz hava
sirklilasyonunda, seyrek kanat pervaneli fanimiz yagl, yapiskanl, az tozlu
ortamlarda hava sirkiilasyonunda kullanima uygundur.

® Has air flow between 1.500 m%h and 12.000 m¥h.

e (Casing and impeller are made from DKP sheet metal and protected from
corrosion by cellulose paint.

e The propellers of our industrial fans can be manufactured optionally as
backward curved and forward curved impeller depending on utilization.

e In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT
are used.

e As an option, a speed control device can be used to adjust the air flow and
pressure.

® [nsulation : Class B

* Protection : IP 44

Application Areas : Fans are suitable for use the circulation of the clean air
free of dust, the fans with backward curved propellers are for the circulation of
the air with oiled, viscous and less dusty.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage Frequency Power Speed Air Flow Pressure

m3/h
ABS-1-4K-M ABS-1-4K-T 220/ 380 50 0,37 1400 1500 40
ABS-2-4K-M ABS-2-4K-T 220/ 380 50 0,75 1400 2500 45
ABS-3-4K-M ABS-3-4K-T 220/ 380 50 1,1 1400 3500 60
ABS-4-4K-M ABS-4-4K-T 220/ 380 50 1,5 1400 4500 70
ABS-5-4K-M ABS-5-4K-T 220/ 380 50 2,2 1400 6000 75
ABS-6-4K-M ABS-6-4K-T 220/ 380 50 3 1400 6500 80
ABS-7-4K-T 380 50 4 1400 7000 95
ABS-8-4K-T 380 50 55 1400 9000 120
ABS-9-4K-T 380 50 75 1400 12000 150
TEKNIK GiziM VE GLCULER / TECHNICAL DRAWINGS AND DIMENSIONS
 p/%e | A | A | B [ B | C | C [ D2 [ E | H [ L |
ABS-1-4K-M ABS-1-4K-T 410 300 215 160 250 200 180 160 500 390
ABS-2-4K-M ABS-2-4K-T 510 360 235 180 310 260 200 180 580 410
ABS-3-4K-M ABS-3-4K-T 530 410 260 200 320 270 240 200 660 490
ABS-4-4K-M ABS-4-4K-T 600 410 270 220 340 290 260 220 690 510
ABS-5-4K-M ABS-5-4K-T 630 475 280 230 370 320 300 230 730 600
ABS-6-4K-M ABS-6-4K-T 630 475 300 250 370 320 320 250 730 620
ABS-7-4K-T 660 480 310 250 430 380 320 250 790 650
ABS-8-4K-T 780 600 335 280 490 440 330 280 870 730
ABS-9-4K-T 880 700 410 350 600 540 350 350 1050 840

Olgtimler mm cinsindendir. / Dimensions are in (mm)
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KARE GOVDELi ALGAK BASINGLI
RADYAL FANLAR

SQUARE CASING LOW PRESSURE
RADIAL FANS

e 2.000 m3h —12.500 m3/h hava debisinde calismaktadir.

e Govde ve pervane DKP sacdan imal edilmis olup, paslanmaya karsi seliilozik
boya ile korunmustur.

Fanlarimizda GAMAK, VOLT, veya WATT markall direkt akuple motorlar
kullaniimaktadir.

e Pervanelerimizin dinamik balansi alinmistir.

Fanlarimizin pervaneleri istege bagli olarak kullanim yerine gore seyrek ve sik
kanatli olarak imal edilebilmektedir.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.

e Yalitim : Class B

e Koruma Sinifi : IP44

Kullanim Alanlan : Sk kanat pervaneli fanimiz tozsuz, temiz hava
sirklilasyonunda, seyrek kanat pervaneli fanimiz yagl, yapiskanl, az tozlu
ortamlarda hava sirkiilasyonunda kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

® Has air flow between 2.000 m%h and 12.500 m3/h.

e (Casing and impeller are made from DKP sheet metal and protected from
corrosion by cellulose paint.

e The propellers of our industrial fans can be manufactured optionally as
backward curved and forward curved impeller depending on utilization.

e In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT
are used.

e As an option, a speed control device can be used to adjust the air flow and
pressure.

® [nsulation : Class B

* Protection : IP 44

Application Areas : Fans are suitable for use the circulation of the clean air
free of dust, the fans with backward curved propellers are for the circulation of
the air with oiled, viscous and less dusty.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Beygir Giicli Giig Devir Hava Debisi Basing
Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
v Hz Hp Kw d/d m3/h Pa

KABS-1-4K-M KABS-1-4K-T 220/380 50 0,50 0,37 1380 2000 400
KABS-2-4K-M KABS-2-4K-T 220/380 50 1,00 0,75 1410 3000 500
KABS-3-4K-M KABS-3-4K-T 220/380 50 1,50 1,10 1430 4000 600
KABS-4-4K-M KABS-4-4K-T 220/380 50 2,00 1,50 1430 5000 700
KABS-5-4K-M KABS-5-4K-T 220/380 50 3,00 2,20 1435 6500 800
KABS-6-4K-M KABS-6-4K-T 220/380 50 4,00 3,00 1435 7500 900
KABS-7-4K-T 380 50 5,50 4,00 1455 8500 1000
KABS-8-4K-T 380 50 7,50 5,50 1465 10500 1100
KABS-9-4K-T 380 50 10,00 7,50 1465 12500 1200
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
(o /76 | A | B | Cc | o0 | _E_ [ _F
KABS-1-4K-M KABS-1-4K-T 470 519 460 200 250 150
KABS-2-4K-M KABS-2-4K-T 520 574 545 200 255 185
KABS-3-4K-M KABS-3-4K-T 566 594 580 246 270 205
KABS-4-4K-M KABS-4-4K-T 619 634 620 260 290 225
KABS-5-4K-M KABS-5-4K-T 660 674 670 300 315 240
KABS-6-4K-M KABS-6-4K-T 681 716 731 300 370 250
KABS-7-4K-T 755 756 767 320 400 270
KABS-8-4K-T 794 855 825 350 460 330
KABS-9-4K-T 876 905 932 350 545 380

Olgtimler mm cinsindendir. / Dimensions are in (mm)
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2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

KAYIS KASNAK TAHRIKLI
ALGAK BASINGLI RADYAL FANLAR
BELT-DRIVEN LOW PRESSURE

RADIAL FANS
e 2.000 m3/h —40.000 m3h araliginda ¢alismaktadir. e Has airflow between 2.000 m%h — 40.000 m%h. Can be manufactured
e Govde DKP sactan dretilmistir ve korozyona karsi elektrostatik toz boya ile according to request.

korunmustur. e (Casing and impeller are made from DKP sheet metal and protected against
e Pervane DKP sacdan dretilmistir ve dinamik balansi alinmistir. corrossion by electrostatic powder paint.
e GAMAK, VOLT veya WATT marka direk akuple motor kullanilmistr. o Impeller is dynamically balanced.
o Kayis kasnak tahriklidir. e Designed and manufactured as belt-driven.
e Sik kanath veya seyrek kanatli olarak dretilebilir. o Directly coupled motors with the brands of GAMAK, VOLT, WATT are used.
e Yalitim : Class B e (Can be manufactured forward or backward curved impeller according to
e Koruma Sinfi : IP 44 request.

® [nsulation : Class B
Kullamim Alanlan : Her tiirlii havalandirma isleminde kullanilabilir. ® Protection : IP 44

Application Areas : Suitable for use in all ventilation applications.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Beygir Gicii Gig Devir Hava Debisi Basing
] Type Voltage Frequency Horse Power Power Speed Air Flow Pressure
\ Hz Hp Kw d/d m3/h Pa

KKRF-1-4K-M KKRF-1-4K-T 220/380 50 0,50 0,37 1380 2000 350
KKRF-2-4K-M KKRF-2-4K-T 220/380 50 1,00 0,75 1410 3750 400
KKRF-3-4K-M KKRF-3-4K-T 220/380 50 1,50 1,10 1430 4500 450
KKRF-4-4K-M KKRF-4-4K-T 220/380 50 2,00 1,50 1430 6000 500
KKRF-5-4K-M KKRF-5-4K-T 220/380 50 3,00 2,20 1435 8500 550
KKRF-6-4K-M KKRF-6-4K-T 220/380 50 4,00 3,00 1435 10250 600
KKRF-7-4K-T 380 50 5,50 4,00 1455 12500 650
KKRF-8-4K-T 380 50 7,50 5,50 1465 16500 700
KKRF-9-4K-T 380 50 10,00 7,50 1465 21000 750
KKRF-10-4K-T 380 50 15,00 11,00 1470 25000 850
KKRF-11-4K-T 380 50 20,00 15,00 1470 30000 1000
KKRF-12-4K-T 380 50 25,00 18,50 1475 35000 1100
KKRF-13-4K-T 380 50 30,00 22,00 1475 40000 1200

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

[Tp/Tppe [ A [ B[] Cc ] D[ EJ[F [ L] A
KKRF-1-4K-M  KKRF-1-4K-T 500 600 610 200 200 180 710 )
KKRF-2-4K-M  KKRF-2-4K-T 565 640 730 300 260 200 805
KKRF-3-4K-M  KKRF-3-4K-T 655 690 805 350 270 230 925 o
KKRF-4-0K-M  KKRF-4-4K-T 690 735 855 350 300 250 960
KKRF-5-4K-M  KKRF-5-4K-T 785 815 990 400 400 300 1085
KKRF-6-4K-M  KKRF-6-4K-T 875 865 1030 450 450 350 1175

KKRF-7-4K-T 920 935 1080 500 500 400 1250 C
KKRF-8-4K-T 975 1025 1210 600 600 450 1370 S E—
KKRF-9-4K-T 1035 1065 1220 600 600 500 1515 I A
KKRF-10-4K-T 1080 1170 1380 700 700 550 1560 F\J
KKRF-11-4K-T 1200 1220 1485 750 800 600 1680 ﬁﬂﬂ‘ — 5
KKRF-12-4K-T 1260 1365 1535 800 800 600 1800
KKRF-13-4K-T 1350 1475 1650 850 850 600 1900

Olgtimler mm cinsindendir. / Dimensions are in (mm)
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ORTA BASINGLI
RADYAL FANLAR
MEDIUM PRESSURE
CENTRIFUGAL FANS

e 950 m3h —4.000 m%h hava debisinde calismaktadir.

e Govde ve pervane DKP sacdan imal edilmis olup, paslanmaya karsi seliilozik
boya ile korunmustur.

Fanlarda GAMAK, VOLT, veya WATT markall direkt akuple motorlar
kullaniimaktadir.

Pervanelerin dinamik balansi alinmistir.

Fanlarimizin pervaneleri istege bagli olarak malzeme naklinde kullanimina
uygun olarak acik kanatli imal edilebilmektedir.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.

e Yalitim : Class B

e Koruma Sinifi : IP 44

Kullanim Alanlan : Fanlanimiz malzeme (Mermer tozu, plastik tozu, agac
talasi, kuruyemis kabugdu, ¢ay) naklinde kullanima uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

® Has air flow between 950 m%h and 4.000 m¥h.
o |mpellers are backward curved and made from DKP sheet metal.
e (asing is made from DKP sheet metal and protected corrosion by cellulosic

paint.

In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT
are used.

As an option, a speed control device can be used to adjust the air flow and
pressure.

Insulation : Class B

Protected : IP 44

Application Areas : Suitable for use in the transportation of fine grained
materials (marble powder, plastic powder, etc.) and for the transportation of
the materials having greater particle size such as wood chip, plastic particles
fine grained materials optionally.

TEKNiK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Giic Devir Hava Debisi Basing
Type Voltage Frequency Power Speed Air Flow Pressure
v Hz Kw d/d m3/h Pa

0BS-1-2K-M 0BS-1-2K-T 220/380 50 0,37 2800 950 130
0BS-2-2K-M 0BS-2-2K-T 220/380 50 0,75 2800 1000 200
0BS-3-2K-M 0BS-3-2K-T 220/380 50 1,1 2800 1300 300
0BS-4-2K-M 0BS-4-2K-T 220/380 50 1,5 2800 1600 350
0BS-5-2K-M 0BS-5-2K-T 220/380 50 2.2 2800 1900 400
0BS-6-2K-M 0BS-6-2K-T 220/380 50 3 2800 2200 450
0BS-7-2K-T 380 50 4 2800 2500 500
0BS-8-2K-T 380 50 55 2800 3000 600
0BS-9-2K-T 380 50 7,5 2800 4000 725
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
(tp /7906 | A | A [ B | B [ C | ¢ [ D02 | E [ H [ L |
0BS-1-2K-M 0BS-1-2K-T 350 320 150 100 140 20 120 100 430 340
0BS-2-2K-M 0BS-2-2K-T 420 370 155 100 150 100 120 100 500 340
0BS-3-2K-M 0BS-3-2K-T 480 390 155 100 155 100 120 100 560 340
0BS-4-2K-M 0BS-4-2K-T 500 450 180 120 170 120 150 120 590 420
0BS-5-2K-M 0BS-5-2K-T 550 450 180 120 180 130 150 120 650 440
0BS-6-2K-M 0BS-6-2K-T 580 450 210 150 185 130 150 150 670 520
0BS-7-2K-T 660 510 205 150 210 155 150 150 760 550
0BS-8-2K-T 690 630 210 150 250 200 150 150 810 600
0BS-9-2K-T 700 630 210 150 250 200 180 150 830 640

Olgiimler mm cinsindendir. / Dimensions are in (mm)

www.ayas.com.tr
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YUKSEK BASINGLI
RADYAL FANLAR
HIGH PRESSURE
CENTRIFUGAL FANS

350 m3/h —1.500 m3/h hava debisinde ¢alismaktadr.

Govde ve pervane DKP sacdan imal edilmis olup, paslanmaya karsi seliilozik
boya ile korunmustur.

Fanlarda GAMAK, VOLT, veya WATT markal
kullaniimaktadir.

Pervanelerin dinamik balansi alinmistir.
Fanlarimizin pervaneleri istege bagli olarak malzeme naklinde kullanimina
uygun olarak acik kanatli imal edilebilmektedir.

Opsiyonel olarak hiz kontrol cihaz ile hava debisi ve basing ayarlanabilir.
Yalitim : Class B

Koruma Sinifi : IP 44

direkt akuple motorlar

Kullanim Alanlan : Her tirli kazan yakmalarda, poset ve matbaa
makinelerinde iifleyerek malzeme naklinde kullanima uygundur.

® Has air flow between 350 m%h and 1.500 m¥/h.
o |mpellers are backward curved and made from DKP sheet metal.
e (asing is made from DKP sheet metal and protected corrosion by cellulosic

paint.

e In the fans, directly coupled motors with the brands of GAMAK, VOLT, WATT

are used.

e As an option, a speed control device can be used to adjust the air flow and

pressure.

o Insulation : Class B
e Protected : IP 44

Application Areas : Firing all types of boilers, transportation of the materials
by blowing in pouching and printing machines.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

R Tip Voltaj Frekans Giig Devir Hava Debisi Basing
Type loltage Frequency Power Speed Air Flow Pressure
v Hz Kw d/d m3/h Pa

YBS-1-2K-M YBS-1-2K-T 220/380 50 0,37 2800 350 250
YBS-2-2K-M YBS-2-2K-T 220/ 380 50 0,75 2800 400 300
YBS-3-2K-M YBS-3-2K-T 220/ 380 50 1,1 2800 450 400
YBS-4-2K-M YBS-4-2K-T 220/380 50 1,5 2800 500 450
YBS-5-2K-M YBS-5-2K-T 220/ 380 50 2,2 2800 600 500
YBS-6-2K-M YBS-6-2K-T 220/ 380 50 3 2800 1000 700
YBS-7-2K-T 380 50 4 2800 1200 800
YBS-8-2K-T 380 50 55 2800 1300 900
YBS-9-2K-T 380 50 7,5 2800 1500 1000
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
(tp /70 A [ AN | D02 | D | E | H | L |
YBS-1-2K-M YBS-1-2K-T 420 310 135 60 55 490 279
YBS-2-2K-M YBS-2-2K-T 490 370 135 65 55 570 290
YBS-3-2K-M YBS-3-2K-T 520 390 135 65 55 600 290
YBS-4-2K-M YBS-4-2K-T 560 430 135 65 55 640 340
YBS-5-2K-M YBS-5-2K-T 600 440 135 70 65 690 380
YBS-6-2K-M YBS-6-2K-T 600 460 150 70 75 700 440
YBS-7-2K-T 670 550 150 80 75 770 470
YBS-8-2K-T 720 620 150 90 75 810 530
YBS-9-2K-T 820 660 150 100 90 900 580

Olgtimler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021
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SOL YON (A) / LEFT OUT (A)

B/180° B/225° B/270° B/315°

YONLER EMiS AGZINDAN BAKISA GORE VERILMISTIiR / FROM THE WIEW OF INLET
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KLASIK SANAYiI

TiPi VANTILATORLER
INDUSTRIAL TYPE
CLASSIC VENTILATORS

e 4.750 m3h hava debisinde ¢calismaktadr.

e Govde DKP sacdan imal edilip paslanmaya karsi elektrostatik toz boya ile
korunmustur.

e Govde 6n ve arka koruma kafesleri ABS plastik malzemeden uretilmistir.

Ayak kisimlari metal borudan imal edilip paslanmaya karsi elektrostatik toz

boya ile korunmustur.

Pervaneler metal galvaniz sacdan imal edilmis olup dinamik balansi alinmistir.

Vantilatorlerimizin gdvdeleri 6ne arkaya saga sola kendi eksenlerinde manuel

olarak hareket edebilme ozelligine sahiptir. Vantilatorlerimiz ayni zamanda

fan ozelligine sahiptir. Uzerindeki potansiyometre sayesinde motor devrini

10 ila 1400 arasinda ayarlayabilme imkani saglar. Sekilde de gorildigi gibi

vantilator govdesinin saga sola donmesine gerek kalmadan arka ve yanlardan

acili olarak havayi alir ve yine ayni sekilde havayi alana yayar.

e Yalitim : Class B

Koruma sinifi : IP 44

Kullamm Alanlan : Konfeksiyon atélyeleri, oteller, diigiin salonlari, gece
kullipleri, cafeler ve cesitli sanayi alani havalandirmalarinda kullanima
uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

Devekusu

® Has air flow 4.750 m3h
e Body of our ventilators are made of DKP sheet metal and protected against

corrosion by electrostatic powder paint.

e The rear and front protection cages of the bodys of our fans have been

manufactured from ABS Plastic material.

e The feets of our ventilators are made of metal pipe and protected by

electrostatic powder paint against corrosion.

o Impellers of our ventilators are made of galvanized sheet metal.
e The bodys of our ventilators can be tilted manually to back and forth, and to

right and left side around its axis. Our ventilators also have the property of
extractors. There is the possibility of adjustment of the motor speed between
10 and 1400 by means of the potentiometer. As it could be seen from the figure
the ventilator could suck the air from back and sides obliquely without having
to swivel of the casing and discharges it to the area in the same manner.

e Insulation : Class B
e Protection : IP 44

Application Areas : Ventilators are suitable for use in workshop of textile,
hotels, night clubs etc. ventilating of various industrial fields.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type Voltage Frequency Power Current Capacitor Speed Air Flow Weight Packing
v Hz w d/d ) d/d Kg

(uF/Volt m3/h Adet
AKV-AKREP-4K-M 220 50 300 0,60 7/400 1400 4750 10,80 1
AKV-DEVEKUSU-4K-M 220 50 300 0,60 7/400 1400 4750 11,55 1
TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type ...A ./ B8 ] 6 |/ D [ F [ G [ H [ I [ K |
AKV-AKREP-4K-M 655 490 250 505 - 614 555 335 268
AKV-DEVEKUSU-4K-M 655 490 250 505 370 590 1090 370 268

Olgiimler mm cinsindendir. / Dimensions are in (mm)

Ayas Aspiratér 2021
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SANAYI TiPi SALINIMLI
LUKS VANTILATORLER
INDUSTRIAL TYPE

LUX VENTILATORS

e 5.100 m3h hava debisinde ¢calismaktadr.

e Govde cubuk telden imal edilip paslanmaya karsi elektrostatik toz boya ile
korunmustur.

Ayak kisimlari metal borudan imal edilip paslanmaya karsi elektrostatik toz
boya ile korunmustur.

Pervaneler metal galvaniz sacdan imal edilmis olup dinamik balanslari
alinmistr.

Vantilatorlerimizin gdvdeleri 6ne arkaya saga sola kendi eksenlerinde manuel
olarak hareket edebilme 6zelligine sahiptir. Vantilatérlerimiz ayni zamanda fan
ozelligine sahiptir. Uzerindeki potansiyometre sayesinde motor devrini 10 ila
1400 arasinda ayarlayabilme imkani saglar. Flamingo modelinde boru tertibati
icerisindeki yay ve plastik sikkma somunu sayesinde asadi yukari hareket
edebilme 6zelligine sahiptir.

e Yalitim : Class B

e Koruma Sinifi : IP 44

Kullamm Alanlan : Konfeksiyon atélyeleri, oteller, diigiin salonlari, gece
kullipleri, cafeler ve cesitli sanayi alani havalandirmalarinda kullanima
uygundur.

Kelebek

Flamingo

® Has air flow 5.100 m%h
e Body of our ventilators are made of bar is made of wire and protected against

corrosion by electrostatic powder paint.

e The rear and front protection cages of the bodys of our fans have been

manufactured from ABS Plastic material.

e The feets of our ventilators are made of metal pipe and protected by

electrostatic powder paint against corrosion.

o Impellers of our ventilators are made of galvanized sheet metal.
e The bodys of our ventilators can be tilted manually to back and forth, and to

right and left side around its axis. Our ventilators also have the property of
extractors. There is the possibility of adjustment of the motor speed between
10 and 1400 by means of the potentiometer.

e In the model of flamingo, it has the property of moving up and down by the

spring and nut located inside of the pipe device.

e [nsulation : Class B
o Protection : IP 44

Application Areas : Ventilators are suitable for use in workshop of textile,
hotels, night clubs etc. ventilating of various industrial fi elds

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Tip Voltaj Frekans Gig Akim Kondansator Devir Hava Debisi Agirlik Ambalaj
Type Voltage Frequency Power Current Capacitor Speed Air Flow Weight Packing
v Hz W ) Kg

d/d (UF/NVolt d/d m3/h Adet
ALV-KELEBEK-4K-M 220 50 350 0,60 6/400 1400 5100 11,20 1
ALV-FLAMINGO-4K-M 220 50 350 0,60 6/400 1400 5100 12,95 1
TEKNIK (}iZiM VE (")L(,‘ULER / TECHNICAL DRAWINGS AND DIMENSIONS
Tip / Type A /8 '/ Cc | D /D J E J F [ G | H | H [ I [ K
ALV-KELEBEK-4K-M 655 385 247 500 - - - 607 560 - 345 245
ALV-FLAMINGO-4K-M 655 385 247 500 500 290 620 - 1650 1390 - 245
Olgtimler mm cinsindendir. / Dimensions are in (mm)
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SALINIMLI VE UZAKTAN KUMANDALI
VANTILATORLER

OSCILLATORY AND

REMOTE CONTROL VENTILATORS

600 mm ¢apinda olan modeller 11.100 m3/h,

750 mm capinda olanlar 17.400 m3/h hava debisine sahiptir.

Urtinlerimiz uzaktan kumandaldir.

Govde 2 mm kalinhiginda cubuk telden imal edilmistir.

Pervane alliminyum malzemeden imal edilmis olup korozyona Karsi
elektrostatik toz boya ile korunmustur.

Ayak baglanti borular 1 mm metal borudan imal edilmis olup korozyona karsi
elektrostatik toz boya ile korunmustur.

Motor %100 bakir sarg! ile imal edilmis olup 1sinmaya karsi korumali kendine
yaglamali rulman kullanilarak imal edilmistir. Motor gdvdesi sacdan imal
edilmistir.

Motor (izerindeki switch sayesinde 3 kademede hiz ayar yapilabilir.

Ayakii tip vantilatorlerimizde celik ayaklar kullaniimistir. 600 mm vantilator 605
mm c¢apinda 6,5 kg agirhginda, 750 mm vantilator 635 mm capinda 7,5 kg
agirhgindaki ayaklari sayesinde yere saglam basar ve devrilme riskini ortadan
kaldirr.

Vantilatérlerimiz saga ve sola otomatik olarak hareket edebilme ozelligine
sahipti. Bu sayede kullanildigi ortamin her kosesini esit miktarda
serinletmektedir.

Yalitim : Class B

Koruma sinifi : IP 44

Kullamm Alanlari: Konfeksiyon atélyeleri, oteller, diigiin salonlari, gece
kullipleri, cafeler ve cesitli sanayi alani havalandirmalarinda kullanima
uygundur.

2021 URUN KATALOGU / 2021 PRODUCT CATALOGUE

>=

Pelikan Leylek

® 600 mm ventilators has 11.100 m3h airf low,

750 mm ventilators has 17.400 m3h air flow.

e Body of our ventilators are made of 2 mm metal wire.
o Impellers are made of aluminum and panited with electrostatic powder painted

against corrosion.

e The feet pipes are made of 1 mm metal pipe and painted with electrostatic

powder paint against corrosion.

o The windings of motor are made of %100 copper.
e (an be set in three speed with speed switch located on motor.
e In stand fans there are steel bases. 600 mm stand fan has 605 mm 6,5 kg

steel base. 750 mm stand fan has 635 mm 7,5 kg steel base.

e Qur ventilators can turn right and left automatically with oscilation system.
e [nsulation : Class B
* Protection : IP 44

Application Areas : Ventilators are suitable for use in workshop of textile,
hotels, night clubs etc. ventilating of various industrial fields.

TEKNIK DEGERLER / TECHNICAL PARAMETERS

Type loltage Frequency Power Speed Air Flow Packing
v Hz W d/d m3/h

Adet
ASV-LEYLEK60-4K-M 220 50 150 1400 11.100 1
ASV-LEYLEK75-4K-M 220 50 280 1400 17.400 1
ASV-PELIKAN60-4K-M 220 50 150 1400 11.100 1
ASV-PELIKAN75-4K-M 220 50 280 1400 17.400 1

TEKNIK GiziM VE OLGULER / TECHNICAL DRAWINGS AND DIMENSIONS

Tio / Type A B c F| G| H L
Min. | Max. < ——

ASV-LEVLEKGO-4K-M 650 1250 1650 305 650 - - - - 600 1250 ™ e o S/
ASV-LEYLEK75-4K-M 810 1350 1750 305 750 - - - - 710 1350 \ '
ASV-PELIKANGO-4K-M 650 - - 305 - 1000 500 125 125 600 600

ASV-PELIKAN75-4K-M 810 - - 305 - 1100 500 125 125 710 600 || | dul 441

N,

Olgtimler mm cinsindendir. / Dimensions are in (mm)
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